State of New Jersey

Department of Transportation

GENERAL DESIGN CRITERIA AND

STANDARD DRAWINGS FOR OVERHEAD AND
CANTILEVER SIGN SUPPORT STRUCTURES

2002
(U.S. Customary English Units)




A, DESIGN CRITERIA
DESIGN SPECIFICATIONS

1996 AASHTO STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGES (16TH EDITION) AS MODIFIED BY
SECTION 3 AND SECTION 32 OF THE CURRENT NJDOT DESIGN MANUAL - BRIDGES AND STRUCTURES,
AND 1994 AASHTO STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS,
LUMINAIRES AND TRAFFIC SIGNALS.

DESIGN LOADS

DESIGN WIND VELOCITY
DESIGN ICE LOAD

SEISMIC LOADS FOR SEISMIC PERFORMANCE CATEGORY (SPC)B, A=@.18, SOIL PROFILE IV
(REF. 1996 AASHTO, DIVISION 1A).

EATIGUE LOADS

ALL STRUCTURAL DETAILS HAVE BEEN DESIGNED FOR FATIGUE RESISTANCE UNDER THE FOLLOWING
FATIGUE LOADS:

80 MPH

1) NATURAL WIND GUSTS: Pnw = 5.2Cd (PSF),
WHERE Cd IS THE DRAG COEFFICIENT SPECIFIED IN SECTION 1.2.5 OF THE 1934 STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES, AND TRAFFIC
SIGNALS. NATURAL WIND GUST PRESSURE RANGE APPLIED IN THE HORIZONTAL DIRECTION TO
THE AREA PROJECTED ON A VERTICAL PLANE OF ALL SUPPORT STRUCTURE MEMBERS, SIGN
PANELS AND WALKWAYS.

2) TRUCK-INDUCED GUSTS: Ptg = 36.6Cd (PSF),
WHERE Cd IS THE DRAG COEFFICIENT SPECIFIED IN SECTION 1.2.5 OF THE 1994 STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES, AND TRAFFIC
SIGNALS. TRUCK GUST PRESSURE RANGE APPLIED IN THE UPWARD VERTICAL DIRECTION ALONG
THE FULL LENGTH OF THE TRUSS SPAN TO THE AREA PROJECTED ON A HORIZONTAL PLANE OF
ALL SUPPORT STRUCTURE MEMBERS, SIGN PANELS, AND WALKWAYS.

VARIABLE MESSAGE SIGN (VMS) STRUCTURES

REFER TO SECTION 32 OF THE NJDOT DESIGN MANUAL - BRIDGES AND STRUCTURES WHEN
FURNISHING SUPPORT STRUCTURES FOR VARIABLE MESSAGE SIGNS (VMS).

CONCRETE DESIGN STRESSES

SPECIFIED COMPRESSIVE STRENGTH (fc) (CLASS B) --—-
EXTREME FIBER COMPRESSIVE STRESS (fo)

REINFORCEMENT STEEL DESIGN STRESS
TENSILE STRESS (fs) (A615, GRADE 60) -——-
STRUCTURAL STEEL DESIGN STRENGTHS

YIELD STRENGTH (Fy)
PIPES (A53, TYPE S OR TYPE E, GRADE B) ----

3,000 PSI
1,200 PSI

24 KSI

35 KSI (MIN.)
51 KSI (MAX.)
EQUNDATIONS

MAXIMUM FOUNDATION BEARING PRESSURE 2.5 KSF
FOOTINGS ARE DESIGNED SUCH THAT A MINIMUM OF 7S PERCENT OF THE FOOTING IS ALWAYS
IN CONTACT; A MAXIMUM OF 25 PERCENT OF THE FOOTING IS IN UPLIFT.

BEARING PILES SHALL BE CAST-IN-PLACE CONCRETE PILES WITH A MINIMUM BEARING CAPACITY
EQUAL TO 5@ KIPS.

CAMBER
PERMANENT CAMBER EQUAL TO L/199@ HAS BEEN PROVIDED IN ADDITION TO THE DEAD LOAD CAMBER.
B. MATERIALS

L. STEEL

STEEL PIPE SHALL BE CERTIFIED BY MILL TEST REPORT TO MEET ASTM SPECIFICATION A53, TYPE E
OR S, GRADE B WITH THE EXCEPTION THAT API 5L, GRADE B MAY BE USED WHEN THE SPECIFIED
WALL THICKNESS IS GREATER THAN ),". ONLY ELECTRICAL RESISTANCE WELDED (ERW)

MANUFACTURED SINGLE SEAM PIPE IS PERMITTED. HOWEVER, WHEN THE REQUIRED PIPE SIZE IS
GREATER THAN 24", DOUBLE SEAM PIPE MAY BE USED. A MILL TEST REPORT MUST BE PROVIDED,
CERTIFIED AND SIGNED BY THE PIPE MANUFACTURER, CONTAINING PHYSICAL AND CHEMICAL
PROPERTIES AND THE MANUFACTURING PROCESS USED TO PRODUCE THE PIPE.

ALL OTHER STEEL SHALL CONFORM TO ASTM SPECIFICATION A36 GRADE 36 OR AASHTO M270
GRADE S@ (ASTM AT@9). ALL THIS SPECIFICATION STEEL SHALL MEET SUPPLEMENTARY REQUIREMENTS
FOR NOTCH TOUGHNESS (CHARPY TESTING, ZONE #2)

REFER TO SUBSECTION 5¢9.92 OF THE NJDOT STANDARD SPECIFICATIONS FOR ADDITIONAL
REQUIREMENTS.

UPON COMPLETION OF FABRICATION, THE FABRICATOR SHALL PROVIDE A NOTARIZED CERTIFICATION OF

COMPLIANCE AS PER SECTION 106.64 OF THE NJDOT STANDARD SPECIFICATIONS, INCLUDING A LEGIBLE

COPY OF ALL MILL TEST REPORTS FOR MATERIALS INCORPORATED INTO THE WORK.

STEEL ANCHOR BOLTS, NUTS AND WASHERS SHALL CONFORM TO ASTM SPECIFICATION F1554, GRADE 36.

THE ANCHOR BOLTS SHALL BE HOT DIP GALVANIZED AS PER ASTM SPECIFICATION A153, CLASS C.
CHORD SPLICE ASSEMBLY FASTENERS SHALL BE HIGH STRENGTH STEEL CONFORMING TO ASTM

SPECIFICATION A325 AND SHALL BE HOT DIP GALVANIZED AS PER ASTM SPECIFICATION A153, CLASS C.

ALL OTHER FASTENERS SHALL BE STAINLESS STEEL CONFORMING TO ASTM SPECIFICATION A32@,
GRADE B8, CLASS 1.

CAPS FOR THE ENDS OF CHORDS AND TOPS OF POSTS SHALL BE STEEL CONFORMING TO ASTM
SPECIFICATION A36 AND SHALL BE HOT DIP GALVANIZED IN ACCORDANCE WITH ASTM
SPECIFICATION A123.

WELDING OF STEEL SHALL BE AS SPECIFIED IN THE CONSTRUCTION SPECIFICATIONS.

AFTER COMPLETE FABRICATION, EACH STEEL SECTION SHALL BE HOT DIP GALVANIZED ACCORDING
TO THE REQUIREMENTS OF ASTM SPECIFICATION A123, AS MODIFIED BY THE CONSTRUCTION
SPECIFICATIONS. A SINGLE DIP GALVANIZING PROCESS IS PREFERRED IF SIZE PERMITS.

IL.__ALUMINUM
ALUMINUM SHALL CONFORM TO THE ASTM SPECIFICATIONS AND ALLOYS LISTED BELOW:

ASTM ALLOY

6061 - T6
6061 - T6
6061 - T6
6061 - T6

APPLICATION ASTM_SPECIFICATION
ROLLED OR EXTRUDED SHAPES
PLATES

DRAWN SEAMLESS TUBES
EXTRUDED TUBES

B308
B203
B210
B221

WELDING OF ALUMINUM SHALL BE AS SPECIFIED IN THE CONSTRUCTION SPECIFICATIONS.

III. REINFORCEMENT STEEL
ALL REINFORCEMENT STEEL SHALL BE ASTM A615, GRADE 6@.
IV. CONCRETE

ALL CONCRETE SHALL BE "CONCRETE IN STRUCTURES, FOOTINGS", UNLESS OTHERWISE SPECIFIED BY
THE DESIGNER.

Y. SICGN LIGHTING
WHEN NECESSARY, AN APPROVED SIGN LIGHTING SYSTEM MAY BE USED AND THE DETAILS OF THE

SYSTEM SHALL BE PROVIDED. NJDOT TRAFFIC SIGNAL AND SAFETY ENGINEERING SHOULD BE CONTACTED

FOR REQUIREMENTS REGARDING THE PROVISION OF SIGN LIGHTING OR REFLECTORIZED SIGN PANELS.
VI MAINTENANCE WALKWAY

THE PROVISION OF MAINTENANCE WALKWAYS IS NOT REQUIRED. THE MAINTENANCE WALKWAY DETAIL
SHEET SHALL BE EXCLUDED FROM SIGN STRUCTURE DRAWINGS WHEN WALKWAY IS NOT PROVIDED. IF
THE WALKWAY IS PROVIDED, ADD THE FOLLOWING TO THE GENERAL NOTES OF THE SIGN STRUCTURE
DRG. OH-D1. "MAINTENANCE WALKWAYS AND LUMINAIRE SUPPORTS SHALL BE ALUMINUM. SIGN HANGERS
SHALL BE ALUMINUM OR STEEL. STEEL SURFACES SHALL BE PREVENTED FROM COMING INTO CONTACT

WITH ALUMINUM SURFACES BY MEANS OF APPROVED PADS OR A PROTECTIVE COATING PLACED BETWEEN

THE DISSIMILAR METALS. PADS SHALL BE STAINLESS STEEL CONFORMING TO ASTM SPECIFICATION
A248, TYPE 304 OR APPROVED EQUAL."

INSTRUCTIONS FOR DESIGNERS

*1: PREPARE A SIGN SUPPORT LOCATION PLAN AND ELEVATION VIEW FOR EACH STRUCTURE.

#2: ENTER THE SIGN SUPPORT NUMBER AND STATION IN THE SCHEDULE OF STRUCTURES ON
SIGN STRUCTURE DRG. OH-D2 OF THE CONTRACT PLANS.

*3: DETERMINE THE TRUSS SPAN LENGTH AND HEIGHT OF THE STRUCTURE USING SIGN
STRUCTURE DRG. OH-G2. RECORD THE ACTUAL TRUSS SPAN LENGTH IN THE SCHEDULE OF
STRUCTURES ON SIGN STRUCTURE DRG. OH-D2 OF THE CONTRACT PLANS. ROUND THIS
NUMBER TO THE NEXT HIGHER LISTED SPAN LENGTH. IF THE TRUSS SPAN LENGTH IS OVER
165'-@", PROCEED TO STEP *17.

DETERMINE THE SIGN DESIGN LENGTH USING SIGN STRUCTURE DRG. OH-G2. DIVIDE THE SIGN

DESIGN LENGTH BY THE TRUSS SPAN LENGTH DETERMINED IN STEP *3 TO OBTAIN THE
PERCENT SIGN DESIGN LENGTH. USE THE NEXT HIGHER PERCENT FROM THOSE LISTED (40%,
60%, 10%, OR 80%). IF THE PERCENT IS MORE THAN 88, PROCEED TO STEP *5.
OTHERWISE, SKIP TO STEP *6.

TO SELECT A STANDARD DESIGN, DIVIDE THE SIGN DESIGN LENGTH BY 8@% AND ROUND
THIS NUMBER TO THE NEXT HIGHER LISTED SPAN LENGTH. IF THE NUMBER IS LESS THAN
165'-@", RETURN TO STEP *4. OTHERWISE, PROCEED TO STEP *17.

HAVING OBTAINED THE TRUSS SPAN LENGTH (FROM STEP *3 OR STEP *5) AND THE PERCENT
SIGN DESIGN LENGTH (FROM STEP #4), SELECT THE TRUSS SIZE AND THE TRUSS ELEMENT

SIZES (I.E., CHORDS, DIAGONALS, AND STRUTS) USING THE APPROPRIATE DESIGN TABLES ON

SIGN STRUCTURE DRGS. OH-G3 AND OH-G4. RECORD THE DATA IN THE SCHEDULE OF
STRUCTURES ON SIGN STRUCTURE DRGS. OH-D2 OF THE CONTRACT PLANS.

STEP #8:

STEP #9:
STEP *10:

STEP *ii:

STEP *12:

STEP *13:

STEP #14:

STEP #15:

STEP *16:
STEP *1T7:

WITH THE HEIGHT OF THE STRUCTURE OBTAINED IN STEP #3 AND USING THE ELEVATION OF THE
BOTTOM OF BASE PLATE, DETERMINE THE ELEVATION OF THE CENTER LINE OF THE TRUSS AND
THE DESIGN HEIGHT OF THE TOWERS. IF THE TOWERS ARE MORE THAN 40'-@", SKIP TO

STEP *#17. OTHERWISE, SELECT THE NEXT HIGHER NUMBER FROM THOSE LISTED (25, 3@, OR 48
FEET). USING THE SAME TABLE USED IN STEP #6, SELECT THE SIZES OF THE TOWER

ELEMENTS (I.E., SHAFTS, DIAGONALS, AND STRUTS). RECORD THE DATA IN THE SCHEDULE OF
STRUCTURES ON SIGN STRUCTURE DRG. OH-D2 OF THE CONTRACT DRAWINGS.

CHECK AVAILABILITY OF SHAPES SELECTED IN STEPS *6 AND *8.

USING SOIL TEST AND SOIL BORING INFORMATION, DETERMINE THE ALLOWABLE SOIL PRESSURE
AND THE REQUIRED DEPTH OF FOOTINGS.

DETERMINE THE PEDESTAL HEIGHT. IF THE PEDESTAL HEIGHT IS BETWEEN 4'-8" AND 6'-0",
PROCEED TO STEP *12. OTHERWISE, SKIP TO STEP *17. THE PREFERRED PEDESTAL HEIGHT OF
4’-6" IS TO BE USED WHENEVER POSSIBLE. WHEN USING A BARRIER PEDESTAL, THE "COVERED"
HEIGHT MUST BE 3‘-8". OTHERWISE, SKIP TO STEP # 17

DETERMINE THE REQUIRED FOOTING SIZES USING THE DESIGN TABLES ON SIGN STRUCTURE
DRGS. OH-G3 AND OH-G4. RECORD THE DATA IN THE SIGN SUPPORT FOUNDATION TABLE ON
SIGN STRUCTURE DRG. OH-D3 OF THE CONTRACT PLANS.

DETERMINE THE REQUIRED FOOTING DESIGN DATA USING SIGN STRUCTURE DRG. OH-G6. RECORD
THIS DATA IN THE SIGN SUPPORT FOUNDATION TABLE ON SIGN STRUCTURE DRG. OH-D3 OF THE
CONTRACT PLANS. IF THE ALLOWABLE SOIL PRESSURE IS GREATER THAN 2.5 KSF, SKIP TO
STEP *1S. OTHERWISE, PROCEED TO STEP *14.

SELECT THE NUMBER OF CAST-IN-PLACE CONCRETE PILES NEEDED TO SUPPORT THE STRUCTURE
USING SIGN STRUCTURE DRG. OH-G6. RECORD THE DATA IN THE SIGN SUPPORT FOUNDATION
TABLE ON SIGN STRUCTURE DRG. OH-D3 OF THE CONTRACT PLANS.

DETERMINE WHETHER A PEDESTAL OR BARRIER PEDESTAL IS TO BE USED FOR THE FOUNDATION.
SELECT ALL PEDESTAL OR BARRIER PEDESTAL DATA FROM SIGN STRUCTURE DRG. OH-GS.
RECORD THE DATA IN THE SIGN SUPPORT FOUNDATION TABLE ON SIGN STRUCTURE DRG. OH-D3
OF THE CONTRACT PLANS.

THE DESIGN OF THE OVERHEAD SIGN SUPPORT STRUCTURE IS COMPLETE. DISREGARD STEP *17.
THE PARAMETERS OF THE SIGN SUPPORT STRUCTURE EXCEED THE RESTRICTIONS RELATED

TO THESE STANDARD DESIGN TABLES. DESIGN THE SIGN SUPPORT STRUCTURE ON AN
INDIVIDUAL BASIS.

INDEX OF DRAWINGS

DRG.

NO. DESCRIPTION

OH-G1

GENERAL INFORMATION

OH-G2

GENERAL CRITERIA

OH-G3

DESIGN TABLES - STEEL TRUSSES AND STEEL TOWERS (SPAN LENGTH 45’ TO 75°)

OH-G4

DESIGN TABLES - STEEL TRUSSES AND STEEL TOWERS (SPAN LENGTH 85’ TO 165‘)

OH-G5

PEDESTAL AND BARRIER PEDESTAL DESIGN TABLES AND DETAILS

OH-G6

FOOTING DESIGN TABLES AND DETAILS

THIS PLATE FOR DESIGN INFORMATION ONLY.
DO NOT INCLUDE IN CONTRACT PLANS.

@ SIGN STRUCTURE DRG. OH-G1

NEW JERSEY DEPARTMENT OF TRANSPORTATION
BUREAU OF STRUCTURAL ENGINEERING

OVERHEAD SIGN SUPPORT STANDARDS

GENERAL INFORMATION

WITH THE TRUSS SPAN LENGTH KNOWN, DETERMINE THE MAXIMUM CAMBER REQUIRED FOR THE
TRUSS FROM THE CAMBER TABLE SHOWN ON SIGN STRUCTURE DRG. OH-G3. RECORD THIS CAMBER
IN THE SCHEDULE OF STRUCTURES ON SIGN STRUCTURE DRG. OH-D2 OF THE CONTRACT DRAWINGS.




SPAN LENGTH

SIGN DESIGN LENGTH = WIDTH OF TRAFFIC LANES
PLUS FUTURE USEABLE TRAFFIC LANE WIDTHS NOT EXCEEDING 24'-@"

NOTES:

1. THE BOTTOM EDGE OF ALL SIGN PANELS SHALL BE LEVEL
AND AT THE SAME ELEVATION.

2. THE TOP EDGE OF ALL SIGN PANELS SHALL PROJECT NOT
LESS THAN 6" ABOVE THE TOP OF THE TOP CHORD.
THE SIGN PANEL SIZES AND LOCATIONS SHALL BE VERIFIED
AND APPROVED BY THE DESIGNER.

TOP OF PEDESTALS SHALL BE SET 4" ABOVE THE
FINISHED GROUND LINE.

THE ELEVATION OF THE BOTTOM OF THE TOWER SHAFT

BASE PLATES SHALL BE SET AT (ANCHOR BOLT DIA. + 1%
0 C| ABOVE TOP OF PEDESTAL OR TOP OF BARRIER PEDESTAL

WALKWAY AND SIGN LIGHTING (SEE SIGN STRUCTURE DRG. OH-D8).

(SEE NOTE 13)
THE TRUSS SHALL BE A FOUR-CHORD, BOX SHAPED TRUSS.

IF REQUIRED, MAINTENANCE WALKWAY, RAILING AND LUMINAIRE

SUPPORTS SHALL BE PROVIDED CONTINUOUSLY FOR THE ENTIRE

SIGN DESIGN LENGTH. THE NEED FOR MAINTENANCE WALKWAY

RAILING AND LUMINAIRE SUPPORTS SHALL BE VERIFIED AS PART
OF THE PRELIMINARY SUBMISSION.

SHOULDERS

IF THE TOWER FOUNDATION IS WITHIN THE CLEAR ZONE, IT
WIDTH OF TRAFFIC LANES SHOULDER | SHALL BE PROTECTED BY GUIDE RAIL, BARRIER OR OTHER
(SEE NOTE 9) SUITABLE MEANS, DEPENDING ON SITE CONDITIONS.

R SEE_NJDOT ROADWAY DESIGN MANUAL FOR CLEAR ZONE
CRITERIA AND FOR GUIDE RAIL OFFSET CRITERIA.

SIGN DESIGN HEIGH] = 15'-g"

CLEARANCE

SHOULDER IS NOT TO BE INCLUDED IN THE SIGN DESIGN
LENGTH UNLESS THE SHOULDER IS WITHIN AN AREA
PRESCRIBED AS A FUTURE USEABLE TRAFFIC LANE.

IF MEDIAN IS LESS THAN 5’-g" WIDE, PLACE THE CENTERLINE

OVERHEAD SIGN STRUCTURE OF TOWER AT THE CENTERLINE OF MEDIAN.

DIVIDED HIGHWAY SYSTEMS THIS DIMENSION SHALL NOT BE LESS THAN 1‘-8" GREATER

THAN THE MINIMUM CLEARANCE REQUIRED FOR OVERPASS
SPAN LENGTH STRUCTURES.

PROVIDED
NOT PROVIDED|

LEFT AND RIGHT TOWERS ARE DEFINED LOOKING UPSTATION.

WHEN MAINTENANCE WALKWAY IS NOT PROVIDED, THE 17‘-9"
VERTICAL UNDERCLEARANCE SHALL BE PROVIDED TO THE
BOTTOM OF SIGN LIGHTING. THE WALKWAY RELATED DETAILS
SHALL BE EXCLUDED FROM THE SIGN STRUCTURE PLANS.

SIGN DESTGN LENCTH = WIDTH OF TRAFFIC LANES
FUTURE USEABLE TRAFFIC LANE WIDTHS NOT EXCEEDING 24'-9"

15'-9"

[l
-
. € TRUSS g
3

SIGN DESIGN HEIGHT

WALKWAY AND SIGN LIGHTING

(SEE NOTE 13) THIS PLATE FOR DESIGN INFORMATION ONLY.
DO NOT INCLUDE IN CONTRACT PLANS.

FACE OF TOWER SHAFT. @ SIGN STRUCTURE DRG. OH-G2

CLEARANCE

| ACCFL. OR DECEL LANES WITH/WITHOUT NEW JERSEY DEPARTMENT OF TRANSPORTATION
/_SEE NOTES 3 AND 4 (TYP) SHOULDERS BUREAU OF STRUCTURAL ENGINEERING

‘g TER | SHOLI DER SHOLII DER
/ | (SEE NOTE 9 (SEE NOTE 9 OVERHEAD SIGN SUPPORT STANDARDS

—_— - - - —— - — - — - - - -} —

— AR

|
[—W
I_HMW&U&NMHW GENERAL CRITERIA

OVERHEAD SIGN STRUCTURE
NONDIVIDED HIGHWAY SYSTEM AND RAMPS

WHEN
A
NOT PROVIDED

WALRWAY
PROVIDED

r+—L

. |




TRUSS MEMBERS TOWER MEMBERS FOOTINGS PEDESTALS BARRIER PEDESTALS

H =25 FT H =30 FT = H=25 FT|H = 38 FTHH = H=25FT|H=30 FT|H=40 FT| H=25FT | H=30 FT | H =48 FT
CHORDS DIAGONALS STRUTS END STRUTS H=40 FT STRUTS

SHAFT DIAGONAL |  SHAFT DIAGONAL SHAFT DIAGONAL VERT VERT VERT VERT VERT LEB

. .D. 0.D.XTHICK 0.D.XTHICK FLXFW L:

0-D-xTHICK | 0.D.XTHICK | 0.D.xTHICK | 0-0.X 0.D.xTHICK | O.D.xTHICK | O0.D.xTHICK | O0.D.XTHICK | 0.D.xTHICK | 0.D.xTHICK FLXEW PO Resars| PO REBARY FD ResaRd BLXBWT |REBARS| BLXBNT REBARY BLXBWT REBARS
an ) aw an ™ a an an i) i) an ) D b, o size| *D |sze | ¢m | sizE| ¢D |

No. & No. & No. & No. & No. & No. &
3.500 x .216]2. 2.875 3.500 x .216]18.750 x .300|18.750 x .365| 3.500 x .300 [12.750 x .375|3.500 x .300[.500 x .300 16 18-*19| 3.090 |11-*19| 3.25 [12-*19]9 x 2.50|31-*13 |9 x 2.50|31-#13|9 x 2.50|31-#13
3.500 x .216[2. 2.875 3.500 x .216{10.750 x .300(12.750 3.500 x .300 [12.750 x .375/3.500 x .3003.508 x .308| 15 16 9-#22 | 3.25 [13-#19] 3.25 |14-*19]9 x 2.50|31-*13 | 9 x 2.50[23-s16[9 x 2.50[26-*16
3.500 x .216[2. 2.875 3.500 x .216/10.750 x .300{12.750 3.500 x .300 [14.006 x .375|5.563 x .258[.500 x .300| 16 16 9-#22 | 3.25 [13-#19] 3.50 [11-*22[9 x 2.50|23-*16[9 x 2.50[26-#1616 x 2.75]28-216]
3.500 x .216[2. 2.875 3.500 x .216/16.750 x .300]12.750 3.500 x .300 [14.000 x .375/5.563 x .2583.500 x .300| 16 18 10-#22| 3.25 [19-#22| 3.50 [11-*22]9 x 2.50]23-*16 |9 x 2.50(26-#16]0 x 2.75|28-%16]
3.500 x .216|2. 2.875 3.500 x .216]10.750 x .300[10.750 3.500 x .300 [12.756 x .375|3.508 x .300P.500 x .300| 15 16 11-#19| 3.00|12-#19 13-#19]9 x 2.50[31-#13 [9 x 2.50(31-#13| 9 x 2.50[24-%16
3.500 x .216[2. 2.875 3.500 x .216/10.750 x .300]12.750 3.500 x .300 [14.806 x .375/5.563 x .258[.500 x .300| 16 18 x 9-#22 [ 3.25 [10-#22 3.50 [11-222[9 x 2.58|23-%16]9 x 2.50|26-#16}15 x 2.75[28-%16
3.500 x .216[2. 2.875 3.500 x .216/10.750 x .3655.500 x .300|12.750 3.500 x .300 [14.000 x .375/5.563 x .258.500 x .300| 16 18 x 10-+22| 3.25 [11-*22] 3.50 [12-#22|9 x 2.50]26-#16 |9 x 2.50[29-#16]16 x 2.75[30-#16]
3.500 x .216[2. 2.875 3.500 x .21€6{12.750 x .3755.500 x .300/14.000 5.563 x .258 [16.000 x .375|5.563 x .258[3.500 x .300 18 10-#22| 3.50 [11-222] 3.75[12-#22]9 x 2.50]26-*16[18 x 2.7529-+16/16 x 3.00[32-*16]
3.500 x .216[2. 2.875 3.500 x .216/10.750 x .3655.500 x .300|12.750 3.500 x .300 [12.756 x .375/3.506 x .300[.500 x .300| 16 9-#22 [ 3,25 [9-#22 3.25 [18-%22[9 x 2.58|31-%13 |9 x 2.50(35-#13|9 x 2.58[26-*16

X X X

X X X

X X X

X X X

X X X

X X X

X X X

SIGN LENGTH

SIGN LENGTH
TRUSS SIZE
TRUSS SIZE
3 SPAN LENGTH

3 SPAN LENGTH

=

X

.365p3.500
.365[3.500
.3653.500
.3653.500
.3653.500
.3653.500

—_
wn
X

-
o

X |x | X |X|X|X|X|X|X

X
O O Ww|w| || mw|™ o|| o

3.500 x .2162. 2.875 3.500 x .216/16.750 x .36583.500 x .300|12.750 3.500 x .300 [16.000 x .375|5.563 x .258[3.500 x .300| 16 16-#22| 3.25 [11-22| 3.75 [12-*22|9 x 2.58|26-%16 |9 x 2.50|29-*16/16 x 3.0030-*16
4.000 x .226[2. 2.875 3.500 x .216[12.758 x .3758.500 x .300[14.000 5.563 x .258 [16.666 x .375/5.563 x .258[5.500 x .30 18 16-#22| 3.50 [11-#22| 3.75 [12-#22]9 x 2.50|26-#16 [16 x 2.7530-#16}18 x 3.00[32-*16]
4.000 x .226[2. 2.875 3.500 x .216]12.756 x .3755.500 x .380|14.000 5.563 x .258 [16.880 x .375/5.563 x .258[3.500 x .300| 11-22| 3.50 [12-922] 3.75 [13-222]9 x 2.50|29-#16 |16 x 2.75[3p-*16}16 x 3.8026-s19
4.000 x .226[2. 2.875 3.500 x .216]10.750 x .3658.500 x .300[12.750 3.500 x .300 [14.000 x .375[5.563 x .2583.500 x .399| 9-#22 | 3,25 [10-#22 11-#22|9 x 2.50[23-#16[9 x 2.50(23-+16[16 x 2.75[28-1¢]
4.500 x .237[2. 2.875 3.500 x .216/12.756 x .3753.500 x .300/14.000 5.563 x .258 [16.000 X .3755.563 x .258.500 x .300| 10-#22| 3.50 [11-#22] 3.75 [12-*229 x 2.50]26-*16 |16 x 2.753¢-#16}10 x 3.00[32-*16
4.500 x .237[2, 2.875 3.500 x .216[12.750 x .3755.500 x .300[14.000 5.563 x .258 [16.880 x .375|5.563 x .258[5.500 x .300| 11-+22| 3.50 [12-#22| 3.75 [13-*22|9 x 2.50|29-%16 |18 x 2.75[32-*1610 x 3.2026-*19
4.500 x .237[2. 2.875 3.500 x .21€6{12.750 x .3755.500 x .300/14.000 5.563 x .258 [16.000 x .500|5.563 x .258[.500 x .300| 12-+22| 3.50 [18-#25 3.75 [11-225]9 x 2.50]31-%16 1o x 2.75/32-*16[16 x 3.0028-%19|

4’ (WIDTH) x 4' (DEPTH)
4’ (WIDTH) x 4’ (DEPTH)

X [X X X [X [X[X|X|X|X]|X|X]|X]|X]|X

W [0 |0 | PO | (00 |O |60 | |~ 0O |0 O |~

w|m|o|~|w|w|o|[~|o|o|~v]|~]|o|~]|~|~

X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X

X[X|X[X|X|X|[X|X|X|[X|X|X|X]|X

XX [|X|X|IX[X|X[X]|X|X|[X|[X]|X|X|X]|[X
XX [|X|X|X[X|X|[X]|X|X|[X|X]|X|X|X
X |IX X [X[|X|X|[X|[X|X|X]|X]|X]|X]|X]|X]|X
X [X [X [X X |X [X |X|X X |[X|X|[X]|X|X

—
Q

NOTES: SUGGESTED STEEL TRUSS UNITS

1. THE NUMBER OF SPLICES AND PANELS SHOWN IN THE TABLE ACTUAL SPAN | DESIGN No. OF No. OF |No. OF PANELS
ARE OPTIONAL. ONE OR MORE SPLICES IN THE TRUSS MAY
BE ADDED OR ELIMINATED AT THE OPTION OF THE FABRICATOR. | 'RoM | TO SPAN SPLICES SEGMﬁNTS N | ToTAL
THE FABRICATOR MUST MAINTAIN A TRUSS UNIT LENGTH T FD eno MmoLd  Ne. | No.
'(*gggzguyg oﬂ%% ] WHICH CAN BE GALVANIZED IN ONE PIECE. A MINIMUM OF
: ONE SPLICE IS REQUIRED FOR OBTAINING CAMBER. - 45 45 12
: : 45 55 55 14
END STRUTS ARE DEFINED AS THE TWO HORIZONTAL AND TWO 55 o5 s 5
VERTICAL STRUTS LOCATED IMMEDIATELY ADJACENT TO THE
TOWERS (SEE DRG. OH-D5). 65 5 5 18
5 85 85 21
24
24
28

CROSS BRACING-ALTERNATING IN 85 95 95
DIRECTION AT MAXIMUM SPACING 95
OF 3 PANEL LENGTHS
€ TOWER SHAFT 105
30
30
35

36
36

F4
°

VERTICAL STRUT
(FRONT AND REAR)

€ TRUSS

ADAXIALX

A D | D(D|IW W WINININ|F| -
DD IBDIBDIDINININININININ|IN
NN |- == (NNN (== S
| |~NOO (NN S|

BOTTOM CHORD CAMBER

SUPPORT SPAN LENGTH REQUIRED CAMBER

T (N THIS PLATE FOR DESIGN INFORMATION ONLY.
% 1174 DO NOT INCLUDE IN CONTRACT PLANS.

55 13/8

65 2 @ SIGN STRUCTURE DRG. OH-G3

15 2 5/8
BOTTOM OF 85 2 5/8 NEW JERSEY DEPARTMENT OF TRANSPORTATION

SPAN_LENGTH /m o5 3 BUREAU OF STRUCTURAL ENGINEERING
105 33/4

OVERHEAD SIGN SUPPORT STANDARDS
PEDESTAL — DESIGN TABLES

25 STEEL TRUSSES AND STEEL TOWERS

(SPAN LENGTH 45’'-8" TO 75'-8")
ELEVATION END VIEW 7

FRONT DIAGONAL
N=No. OF PANELS

¢ END VERTICAL € SPLICE

END SEGMENT MIDDLE SEGMENT

EQUAL PANEL LENGTHS

FOOTING




TOWER MEMBERS
H=30FT

PEDESTALS
25 FT

TRUSS MEMBERS FOOTINGS

H =25 FTH = 30 FTH = 48 FT|

BARRIER PEDESTALS
25 FT

H=25FT H=49 FT H=30 FT H=40 FT H = H=30 FT H=40 FT

3 SPAN LENGTH

SIGN LENGTH
TRUSS SIZE

CHORDS DIAGONALS

0.D.xTHICK| 0.D.XTHICK

(IN) (IN)

STRUTS
0.D.xTHICK
(IN)

END STRUTS
0.D.xTHICK
(IN)

SHAFT DIAGONAL
0.D.XTHICK| 0.D.XTHICK

(IN) (IN)

SHAFT
0.D.xTHICK
(IN)

DIAGONAL
0.D.xTHICK
(IN)

SHAFT
0.D.xTHICK
(IN)

DIAGONAL
0.D.xTHICK
(IN)

STRUTS
0.D.xTHICK
(IN)

FLXFW
(FT)

FLXFW
(FT)

FLXFW
(FT)

VERT
REBARS
No. &
SIZE

PD

VERT
REBARS
No. &
SIZE

PD

VERT
REBARS
No. &
SIZE

BLXBWT
(FT

VERT
REBARS
No. &
SIZE

VERT
REBARS
No. &
SIZE

VERT
REBARS
No. &
SIZE

TRUSS SIZE

BLXBWT
(FT)

BLXBWT
(FT

SPAN LENGTH

4.500x.2372.875x.203

2.875%.203

3.500x.216

10.750x.3653.500x.300

12.750x.375|3.500x.300

14.000x.375 5.563x.258

3.500x.300

16 x 8

18 x 8

20 x 9

10-*22

10-%22

11-%22

9

X

2.50

23-*16

9 x 2.50 |26-%16 [10 x 2.75 |30-%16

[&[s stoN LENGTH

5.563x.2582.875%.203

2.875x.203

3.500x.216

12.750x.3753.500x.300

14.000x.375|5.563x.258

16.000x.375) 5.563x.258

3.500x.300

19 x 8

20 x 8

21 x 9

11-%22

12-%22

19-*25

9

X

2.50

29-*16

18 x 2.75 | 39-*16 |10 x 3.00 |23-*19

5.563x.258|2.875%.203

2.875%.203

3.500x.216

12.750x.375(3.500%.300

[l6.080x.375| 5.563x.258

|16.000x.500 5.563x.258

3.500x.300

20 x 9

20 x 19

22 x 10

12-%#22

10-%25

11-#25

9

X

2.50

31-#16

10 x 3.00 | 32-#16 (10 x 3.00 [26-*19

5.563x.258 | 2.875%.203

2.875%.203

3.500x.216

14.000x.375 5.563x.258

l6.000x.375 5.563x.258

lts.#00x.500 5.563%.258

3.500x.300

21x 9

21 x 10

23 x 10

12-%22

11-%#25

12-#25

10

X

2.75

32-*16

10 x 3.00 | 35-#16 (10 x 3.00 |28-*19

5.563x.258|2.875%.203

2.875%.20@3

3.500x.216

12.750x.3753.500x.300

12.750x.375|3.500x.300

16.000x.375 5.563x.258

3.500x.300

18 x 8

19 x 9

21x 9

19-*22

11-%22

12-%25

9

2.50

26-*16

9 X 2.50 | 29-*16 (10 x 3.00 |23-*19

5.563x.258|2.875x%.203

2.875%.20@3

3.500x.216

12.750x.3753.500x.308

[16.900x.375| 5.563x.258

|16.000x.500 5.563x.258

3.500x.300

19 x 9

20 x 19

22 x 10

11-#22

10-%25

11-#25

9

2.50

31-#16

10 x 3.00 | 32-#16 (160 x 3.00 |26-*19

6.625%.280 | 2.875x.203

2.875%.203

3.500x.216

14.000x.3755.563%.258

IlS.ﬁﬁﬁx.375 5.563x.258

[16.000x.500 5.563x.258

3.500x.300

28 x 9

21 x 10

23 X 10

12-%22

10-*25

12-%25

10

2.75

32-*16

10 x 3.00 | 26-*19 (10 x 3.00 |28-*19

6.625x.280|2.875x.203

2.875%.203

3.500x%.216

14.000x.500| 5.563x.258

16.000x.500| 5.563x.258

18.000x.5006.625x.280

3.500x.300

21 x 10

22 x 10

24 x 11

10-%25

11-%25

12-%25

10

2.75

25-#19

X
X
X
X
X
X
X
X

10 x 3.00 | 28-*19 | 11 x 3.25 [29-*19

5.563x.258|2.875%.203

2.875%.203

3.500x.216

12.750x.3753.500x.308

14.000x.375|5.563%.258

16.000x.375 5.563x.258

3.500x.300

18 x 9

19 x 9

21x 9

10-%22

11-#22

12-%22

9

2.50

26-*16

10 x 2.75 [3p-#16 |10 x 3.00 |23-*19

6.625x.280 | 2.875x.203

2.875x.203

3.500x.216

14.000x.375 5.563x.258

116.900x.375| 5.563x.258

|16.900x.509 5.563x.258

5.563x.258

20 x 9

21 x 19

23 x 10

12-%22

10-*25

12-%25

10

2.75

21-*19

10 x 3.00 | 25-*19 (16 x 3.00 |28-*19

6.625x.280|2.875x.203

2.875%.203

3.500x.216

14.000x.509 5.563x.258

iG.ﬁﬁﬂx.Sﬂﬁ 5.563x.258

18.000x.5006. 625280

5.563x.258

21 x 10

21 x 11

23 x 11

10-%25

11-%25

12-%25

10

2.75

25-#19

10 x 3.00 | 28-%19 | 11 x 3.25 |29-%19

8.625x.322|2.875x.203

2.875%.203

3.500x.216

14.000x. 500 5.563%.258

16.000x.500| 5.563x.258

18.000x.500| 6. 625x..280

5.563x.258

22 x 10

22 x 11

24 x 11

10-*25

12-%25

13-%25

10

2.75

26-*19

10 x 3.00 | 31-#19 | 11 x 3.26 [33-*19

6.625x.280 | 2.875x.203

2.875%.203

3.500x.216

14.000x.3755.563x.258

14.099X.375| 5.563%.258

16.000x.375 5.563x.258

5.563x.258

19 x 9

20 x 9

21 x 10

10-%22

12-%22

19-*25

10

2.75

30-*16

16 x 2.75 | 39-*16 |10 x 3.00 |23-*19

8.625x.322| 2.875x%.203

2.875%.20@3

3.500x.216

14.000x.375 5-563x.258

[16.800x.375| 5.563x.258

18.000x.3756.625x.280

5.563x.258

20 x 19

21 x 10

23 x 11

12-%22

10-%25

12-#25

10

2.75

23-*19

10 x 3.00 | 26-#19 | 11 x 3.25 [28-*19

8.625x.322|2.875x.203

2.875x.203

3.500x.216

14.000x.500] 5.563.258

Is.max.sm 5.563x.258

18.000x.500| 6.625x.280

5.563x.258

21 x 10

22 x 11

24 x 11

10-%25

11-%25

13-%25

10

2.75

26-*19

10 x 3.00 | 28-*19 | 11 x 3.26 |33-*19

8.625x.322|2.875%.203

2.875%.20@3

3.500%.216

14.000x.500] 5.563x.258

16.000x.500| 5.563x.258

18.000x.509|6.625x . 280

5.563x.258

22 x 10

23 x 11

25 x 11

11-#25

13-#25

15-#25

12

2.75

28-%19

10 x 3.00 | 31-*19 | 11 X 3.25 |25-*22

8.625x.322 | 2.875x.203

2.875%.203

3.500x.216

l4.0¢0x.37d 5.563x.258

16.000x.375 5.563%x.258

16.000x .50 5.563x.258

5.563x.258

20 x 9

20 x 18

22 x 10

11-%*22

12-#22

10-#25

19

2.75

30-*16

10 x 3.00 | 23-*19 (19 x 3.00 | 26-*19

8.625x.322 | 2.875%.203

2.875x.203

3.500x.216

14.000x.500] 5.563x.258

i6.000x.500 5.563x.258

[18.000x.500 6.625x. 280

5.563x.258

21 x 10

23 x 10

24 x 11

19-#25

11-#25

12-%25

10

2.75

25-*18

10 x 3.00 | 28-*19| 11 x 3.25 | 29-*19

8.625x.322|2.875%.203

2.875%.203

3.500x.216

14.000x.500] 5.563x.258

16.000x.508 5.563x.258

18.000x.500 6.625x.280

5.563x.258

22 x 10

23 x 11

25 x 11

11-%25

12-%25

14-#25

19

2.75

28-*19

10 x 3.00 | 31-*19| 11 x 3.25 | 33-*19

8.625x.322 | 2.875x.203

2.875x.20@3

3.500x.216

i6.000x.500] 5.563x.258

18. 000,500 6.625x .280

0. 000500 6.625x. 280

5.563x.258

23 x 10

24 x 11

25 x 12

11-#25

13-%25

15-#25

10

3.00

28-*13

11 x 3.25 | 32-*19| 11 x 4.90 [25-*22

4’ (WIDTH) x 5’ (DEPTH)

8.625x.322

2.875x.203

2.875x.203

3.500x.216

14.000x.375 5.563x.258

16.000x.375 5.563x.258

|16.900x.509 5.563x.258

5.563x.258

20 x 19

21 x

22 x 11

11-%22

10-%25

11-225

19

2.75

30-*16

23-%19

4’ (WIDTH) x 5' (DEPTH)

10 x 3.00 10 x 3.00 | 27-*19

10.750%.365| 2.875%.203

2.875x.203

3.500x.216

14.000x.500| 5.563x.258

[16.000x.509 5.563x.258

18.000x.500 6.625x.280

5.563x.258

22 x 10

23 x 11

25 x 11

19-#25

12-#25

13-%25

19

2.75

27-*19

10 x 3.00 | 31-*19| 11 x 3.25 | 33-*19

[10.75@x. 365 2.875x.203

2.875x.203

3.500x.216

14.000x.500] 5.563x.258

18.000x.500]6. 625280

3. 000508 6.625x. 260

5.563x.258

22 x 11

24 x 11

25 x 12

11-%#25

12-#25

14-%25

19

2.75

28-*19

11 x 3.25 | 31-*19| 11 x 4.90 |25-*22

|10.750x. 365 2.875.203

2.875x.203

3.500x.216

he.000x.50d 5.563x.258

18.000x.500 6. 625x . 280

0. 000x .50 6.625x. 280

5.563x.258

23 x 11

25 x 11

26 x 12

12-%25

14-%25

15-#25

12

3.00

31-#19

11 x 3.25 | 32-%#19| 11 x 4.00 |27-*22

[t8.750x. 365 3.500x.216

3.500x.216

3.500x.216

14.000x.375 5.563x.258

16.000x.375 5.563x.258

|t6.000x.504 5.563x.258

5.563x.258

20 x 10

22 x

23 x 11

11-#22

10-%25

11-%25

19

2.75

21-*19

16 x 3.00 | 25-*19 (10 x 3.00 | 28-*19

[10.750x. 365| 3.500x.216

3.500x.216

3.500x.216

14.000x.509 5.563x.258

i6.000x.500 5.563x.258

18.000x.500 6. 625.280

5.563x.258

23 x 10

24 x 11

25 x 12

11-#25

13-%25

14-%25

10

2.75

28-*19

X [X X | X [X|X|X|X|X[X]|X|[X|X|X|X|X|[X|x|xX|[X]|Xx

10 x 3.00 | 31-*19| 11 x 3.25 |25-*22

[t0.750x. 365| 3.500x.216

3.500x.216

3.500x.216

il6.000x.500 5.563x.258

18.000x.500| 6. 625x.280

0. 000,500 6.625.280

5.563x.258

23 x 11

24 x

26 x 12

11-%25

13-%25

15-#25

12

3.00

28-*19

11 x 3.25 | 32-#19 27-%22

X

11 x 4.00

[10.750x.365| 3.500x.216

3.500x.216

3.500x.216

he.o00x.504 5.563x.258

18.000x.500/6.625x. 280

0. 000500 6.625x. 280

5.563x.258

24 x 11

24 x

2T x 12

12-#25

14-%25

13-%29

10

3.00

31-*19

11 x 3.25 | 35-*19| 11 x 4.90 |29-*22

10.750x.365| 3.500x.216

3.500x.216

3.500x.216

14.000x.375 5.563x.258

16.000x.509 5.563x.258

18.00¢x.500 6.625x. 280

5.563x.258

21 x 10

22 x

23 x 11

12-%#22

10-%25

11-#25

19

2.75

23-#19

10 x 3.00 | 27-*19| 11 x 3.25 | 28-*19

12.750%.375| 3.500x.216

3.500x.216

3.500x.216

|i6.000x.500 5.563x.258

18.000x.500| 6. 625x.280

0. 002X.500 6.625.280

5.563x.258

23 x 10

24 x

26 x 12

11-%25

12-#25

14-%25

12

3.00

28-*19

11 x 3.25 | 32-*19| 11 x 4.90 [25-%22

12.750%.375| 3.500%.216

3.500x.216

3.500x.216

i6.000x.509 5.563x.258

18.000x.500| 6. 625.280

0. 000500 6.625x. 280

5.563x.258

23 x 11

24 x

27 x 12

12-#25

14-%25

15-%25

10

3.00

23-%22

11 x 3.25 | 35-*19| 11 x 4.90 |27-*22

12.750%.375| 3.500x.216

3.500x.216

3.500x.216

l6.000x.500 5.563x.258

0. 000x. 50| 6. 625x.280

p2.000x.500 6.625x.280

5.563x.258

24 x 11

25 x

27T x 13

13-#25

14-%25

13-%#29

12

3.00

25-#22

11 x 4.00 | 27-*22 11.5 x 4.00|30-*22

12.750%.375| 3.500x.216

3.500x.216

3.500x.216

14.000x.50@ 5.563x.258

16.000x.509 5.563x.258

18.000x.500 6.625x. 280

5.563x.258

21 x 10

23 x

24 x 11

12-%25

10-%25

12-%25

19

2.75

25-*19

10 x 3.00 | 28-*19| 11 x 3.25 | 29-*19

12.750x.375| 3.500%.216

3.500x.216

3.500x.216

i6.000x.504 5.563x.258

18.000x.509| 6. 625x.280

0. 000 .50 6.625x. 280

5.563x.258

23 x 11

24 x

27 x 12

11-%25

13-%25

15-#25

10

X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X

3.00

28-*19

11 x 3.25 | 32-*19| 11 x 4.90 |27-*22

14.000x.375 3.500x.216

3.500x.216

3.500x.216

ic.o00x.500 5.563x.258

18.000x.500| 6. 625x.280

P2 .000x.5006.625.280

5.563x.258

24 x 11

24 x

27 x 13

13-#25

15-%25

15-#25

10

x

3.00

25-#22

11 x 3.25 | 35-*19 [11.5 x 4.008|38-%22

14.900X.3T95

3.500x.216

3.500x.216

3.500x.216

hi8.000x.500|6.625x.280

0. 000500 6. 625x . 280

P2.000x . Sﬁd 6.625%.280

5.563x.258

24 x 12

24 x

27 x 13

13-#25

12-%25

14-%*29

11 x 3.25

25-%22

11 x 4.00 | 2T-*22 11.5 x 4.00|32-%*22

NOTE:

END STRUTS ARE DEFINED AS THE TWO HORIZONTAL
AND TWO VERTICAL STRUTS LOCATED IMMEDIATELY
ADJACENT TO THE TOWERS (SEE DRG. OH-D5).

THIS PLATE FOR DESIGN INFORMATION ONLY.
DO NOT INCLUDE IN CONTRACT PLANS.

@ SIGN STRUCTURE DRG. OH-G4

NEW JERSEY DEPARTMENT OF TRANSPORTATION
BUREAU OF STRUCTURAL ENGINEERING

OVERHEAD SIGN SUPPORT STANDARDS
DESIGN TABLES

STEEL TRUSSES AND STEEL TOWERS
(SPAN LENGTH 85'-8" TO 165'-8")




F—@ TRUSS AND € FOOTING

BARRIER PEDESTAL REINFORCEMENT PEDESTAL REINFORCEMENT 1" CHAMFER | PD

(TYP)
PEDESTAL —TOP OF

HORIZONTAL BARS DIAMETER VERTICAL BARS HORIZ BARS re \ | pevesa
BARRIER VoL BAR

SIZE OF #13 BAR, TYPE "B-2" #13 BAR, TYPE "B-3" #13 BAR, TYPE "B-4" TYPE "P-1" T7-*13 BARS,TYPE "P-2" ]_
BLXBWT | CONC SHAPES

WEIGHT P-1 BARS P-1 BARS
D c.y.) | N+ B c LENGTH E LENGTH| No.| E G |LENGTH A |LENGTH D LENGTH (LBS)

9x 250 | 1.1 |18 2-8" | 1-0" | 4'-0" —g"| 2 10'-¢" 5'-8" | 2’-8" | 11'-" . . g 8'-1" . ‘-g" | 10'-0"| 46.7
’ " . " . " ’ " ’ L] ’ " ’ 1] ’ . " " . " ) P-2 BARS
16 x 2.75| 8.5 | 11| 2'-3 4'-3 2 1'-9 6'-4 11'-10 . . 8’-3 . 10'-0"| 46.7 | —————4— TYP) —
9 x3.00| 9.0 | 11| 2-6"| 1’ 4-6" 2’5" | 11'-2" ’ 12°-9" . g | 8’1" | 11. 11’-8*| 51.6 lLA-L |
11x 3.25 [ 1.6 | 12| 2'-9" 4'-9" ‘-p" | 2'-1" | 122" '-g" 12'-10" . 8'-3" . ‘-g" | 11'-¢"| 51.6 | TYPE "P-1" 1 V] U
11 x 4.00 | 12.4 | 12| 3'-6"| 1'-8" | 5'-6" 2'-11" | 12'-10" ‘-4" | 13'-8" . . 8’'-3" . 11'-6"| 53.8 | —
SECTION A-A

4'-8" PREFERRED)

PEDESTAL HEIGHT

2'-g"

11.5 x 4.00| 13.0 | 13| 36" | 1’ 5'-6" = rEarEeEs -4 |3 14’ -0" . . ‘ 8'-4" | 22. 2" | 117-6"| s3.8 1'-6"
VERTICAL "B-1" BARS BAR SHAPES . 8-3" | 16.8 | 3'-4" | 12'-0"| S6.2

" 8'-4" | 22. ‘ 12'-¢"| 56.2
WEIGHT ; T ; P
SIZE | g |LENGTH| "o f P . 8'-4 . 13-0"| 1.1

8'-4" . 14'-1"| 65.9
3 6 7'-11" | 5.299 3-8 " | 14-1"| e5.9

*16 7 8’0 8.317 - - . 8'-4" . 1_, 0 15'-1*| 70.8 TYPE “P—2.
*19 8 8'-1" | 12.125

8’-g" . ! 15'-1"| 78.8
#22 10 8'-3" | 16.976 ¢ /Ja—\c °|

! 1ype "B-2"

|—¢. TRUSS AND € FOOTING

€ TOWER AND € FOOTING

-

(TYP)

€ TOWER SHAFT—__TOWER SHAFT __——G TOWER SHAFT
SPACING

B-1 BARS % FL | % FL
[ A™ A
T . = PLAN
|ﬁ PEDESTAL DETAILS

NOTES:

1. FOR GENERAL NOTES SEE SIGN STRUCTURE DRG. OH-Gl.

C"l 2. FOR PEDESTAL AND BARRIER PEDESTAL DIMENSIONS AND REINFORCEMENT,
SEE DESIGN TABLES ON SIGN STRUCTURE DRGS. OH-G3 AND OH-G4.

f——=© TRUsS AND & FOOTING 3. ALL REINFORCEMENT IN PEDESTALS AND BARRIER PEDESTALS SHALL BE
CORROSION PROTECTED.
FL

TOP_OF BARRIER € TRUSS AND 4, EXPOSED CONCRETE EDGES SHALL BE CHAMFERED 1"x 1" UNLESS NOTED OTHERWISE.

PEDESTAL € FOOTING
BL 5. BARS SHALL NOT BE SPLICED EXCEPT AS PROVIDED ON THIS DRAWING

| TOWER AND OR AUTHORIZED BY THE ENGINEER. WHEN SPLICING IS APPROVED, THE
_ FOOTING REINFORCEMENT BARS SHALL BE LAPPED FOR A LENGTH OF AT LEAST 36
| DIAMETERS AND SHALL BE SECURELY WIRED TOGETHER.
\ B-2 BARS BWT

6. LENGTH OF BARS SHOWN IN TABLE ALREADY CONSIDER BENDS.
] /I—B-Z BARS DIMENSIONS DESCRIBED IN BAR SHAPES TABLE ARE OUT-TO-OUT OF BAR.

1" RADIUS (TYP) 6'-0" HIGH PEDESTAL OR 6’-@" HIGH BARRIER PEDESTAL.

TOP OF ROADWAY g WEIGHT SHOWN IN TABLE FOR B-1 AND P-1 BARS IS FOR ONE BAR ONLY.
TOTAL WEIGHT OF BARS TO BE DETERMINED BY THE DESIGNER.

B-3 BARS
(IN PAIRS)

o

SHEAR KEY |
A

-
T

[ it iy Wy

2'-5"

y T. CONCRETE VOLUMES AND REINFORCEMENT SHOWN IN TABLES ARE FOR A

|—— € TOWER AND € FOOTING

r—w

— B-3 BARS (IN PAIRS)
| B-1 BARS THIS PLATE FOR DESIGN INFORMATION ONLY.
DO NOT INCLUDE IN CONTRACT PLANS.

| we| ||/4BWB ~
1 : I “,é_| @ SIGN STRUCTURE DRG. OH-G5

) | 5* | NEW JERSEY DEPARTMENT OF TRANSPORTATION
TOWERcﬁéFT oC BWB | BUREAU OF STRUCTURAL ENGINEERING
€ TOWER SHAFT _I 2 I_ € TOWER SHAFT EW | OVERHEAD SIGN SUPPORT STANDARDS
C

6'-8" MAX

(BARRIER HEIGHT)

B-4 BARS
(IN PAIRS)

e
2’0" SPREAD FOOTING

PLAN SECTION B-B SECTION C-C PEDESTAL AND BARRIER PEDESTAL
DESIGN TABLES AND DETAILS
BARRIER PEDESTAL DETAILS




SPREAD FOOTINGS

PILE FOOTINGS

FOOTING REINFORCEMENT

SIZE | CONCRETE| EXCAV s
FLXFW VOLUME | VOLUME

CONCRETE| EXCAV **|No.OF PILES
VOLUME | VOLUME IN ROW

No. AND SIZE OF BARS

TOTAL
WEIGHT

(FT) (C.Y.) (C.Y.)

€.yo | cova [ XOLOY

FLB FWB FLT FWT

(LBS)

15x7 7.8 37.9

LONG [TRANS
9.8 40.3

6-*16 | 11-%16 6-*16 11-*16

342.6

16 x 17 8.3 40.3

10.4 42.8

8-*16 | 11-#16 6-*16 11-#16

384.5

16 x 8 9.5 45.3

1.9 48.1

10-#16 | 12-*16 6-*16 12-%16

465.4

18 x 8 18.7 50.7

13.4 53.9

12-#16 | 13-#16 6-%16 13-%#16

546.1

18 x 9 12.9 56.3

15.0 59.8

13-*16 | 13-%#16 T-*16 13-*16

605.2

19 x 8 1.3 563.3

14.1 56.6

10-*19 | 13-#16 T-*16 14-*16

635.4

19 x 9 12.7 59.2

15.9 62.9

12-*19 | 13-*16 T-#16 14-#16

T14.3

20 x 9 13.3 62.2

16.6 66.1

13-%19 | 14-%16 8-%16 14-*16

T193.2

20 x 19 14.8 68.4

18.5 12.7

13-*19 | 14-%16 8-*16 14-*16

817.3

21 x 9 14.0 65.2

17.5 69.3

14-*19 | 15-#16 9-#16 15-*16

910.5

2l x 18 15.6 .7

19.5 76.2

17-#19 | 15-%16 | 10-*16 15-*16

1,852.7

21 x 11 17.1 8.3

21.4 83.2

18-*19 | 16-*16 | 10-%*16 15-#16

1,120.8

22 x 10 16.3 15.0

20.4 9.7

15-%22 | 16-*16 8-*19 15-*16

1,238.8

22 x 11 17.9 81.8

22.4 86.9

16-%22 | 18-*16 8-*19 15-*16

1,331.4

21.3 83.1

17-%22 9-#19 16-%16

1,410.1

ALTERNATE

|—— € TRUSS AND € FOOTING

PEDESTAL _
ALTERNATE

L — — - — — L —/

SECTION D-D

E-l—% TRUSS AND
FOOTING

—||'ﬁ

TOP OF PEDESTAL

OR BARRIER PEDESTAL |—¢’. TOWER AND & FOOTING
1

PEDESTAL

SECTION E-E

1'-@" DIA PILES

23 x 10 17.9 8.2
23 x 11 18.7 85.3
24 x 11 19.6 88.9
24 x 12 21.3 96.3
24 x 13 23.1 103.7
25 x 11 20.4 92.4
25 x 12 22.2 100.1

X

X

16-%16
20-*16
20-*16
23-*%16
28-*16
19-*16
23-*16
22-%16

NOTES:
1. FOR GENERAL NOTES, SEE SIGN STRUCTURE DRG. OH-G1.

2. FOR FOOTING DIMENSIONS, SEE DESIGN TABLES ON
SIGN STRUCTURE DRGS. OH-G3 AND OH-G4.

3. BARS SHALL NOT BE SPLICED EXCEPT AS PROVIDED ON
THIS DRAWINGS OR AUTHORIZED BY THE ENGINEER.
WHEN SPLICING IS APPROVED, THE REINFORCEMENT BARS

2 N E N I J;_
43 B <
SHALL BE LAPPED FOR A LENGTH OF AT LEAST 36

1
i
NIV NI
hd I Y DIAMETERS AND SHALL BE SECURELY WIRED TOGETHER.

on [ 4. PILES SHALL BE CAST-IN-PLACE CONCRETE PILES WITH
I—X_BQ.WS_QLEILES—.I A MINIMUM BEARING CAPACITY EQUAL TO 5@ KIPS.
FWT BARS S. PILE DESIGN SHALL CONFORM TO AASHTO SPECIFICATIONS

FWB BARS FOR THE SEISMIC DESIGN OF HIGHWAY BRIDGES, SEISMIC
EL PERFORMANCE CATEGORY B, SUBSECTION 6.3.1(C).

E | THE CASING OF THE CAST-IN-PLACE CONCRETE PILES
SHALL BE LEFT IN PLACE AND SHALL BE DESIGNED TO
PLAN

RESIST BOTH DIRECT COMPRESSION AND BENDING. THE
PILE FOOTING DETAILS

23.4 90.6
24.5 94.5
26.6 182.3
28.9 119.2
25.5 98.2
27.8 106.4
28.9 118.5

19-#22
22-%22
22-%22
24-%22
21-#22
19-%25
19-%#25

1,573.2
1,928.2
1,994.7
2,265.5
1,966.3
2,240.1
2,325.0 A

2,590.0 SHEAR KEY (SHOWN y
3,023.0 FOR BARRIER
PEDESTAL)

9-*19
12-*19
12-#19
13-*19
13-#19
13-*13
14-*19
15-*19
16-*19

16-*16
17-*16
17-*16
17-*16
18-#16
18-%*16
18-*16
19-*16
19-*16

4*} 4*} 44';

o

¢ TOWER AND
¢ FOOTING

|->c

FIVI
FLT BARS

1
"Y' ROWS OF

26 x 12 23.1 104.8
27 x 12 24.0 197.9 30.3 114.6 21-%25 | 23-21¢
27 x 13 26.9 116.1 32.5 123.4 24-%25 | 31-%16

» SPREAD FOOTING EXCAVATION VOLUME BASED ON 8'-@" TOTAL DEPTH OF EXCAVATION.
e PILE FOOTING EXCAVATION VOLUME BASED ON 8°-6" TOTAL DEPTH OF EXCAVATION. ——¢ TRUSS AND € FOOTING

LEGEND:

FL =FOOTING LENGTH

FW =FOOTING WIDTH

FLB =No. AND SIZE OF BOTTOM BARS IN DIRECTION FL
FWB =No. AND SIZE OF BOTTOM BARS IN DIRECTION FW
FLT =No. AND SIZE OF TOP BARS IN DIRECTION FL
FWT =No. AND SIZE OF TOP BARS IN DIRECTION FW

PD = PEDESTAL DIAMETER

BWNT = BARRIER WIDTH AT TOP

oOaonuajlajojunjuujofaonlanlaloniainiunialo] s SD

SoldDdD(D(DD(DIDID(D W DWW W(W[W (W WWN|W| W (W

2]

TOWER AND
FOOTING

FINISHED GROUND LINE

(1:2) MAX T#I_CKNESS OF THE CASING SHALL BE NOT LESS THAN

GROUND

LINE THE LONGITUDINAL REINFORCING STEEL OF THE CAST-

IN-PLACE CONCRETE PILES SHALL BE A MINIMUM OF
6-*16 BARS AND SHALL EXTEND THROUGH THE UPPER
THIRD OF THE PILE OR 15'-@" DOWN INTO THE CASING,
WHICHEVER IS GREATER, AND EMBEDDED INTO THE
FOOTING WITH STANDARD HOOKS AS SHOWN.

THE SPIRAL REINFORCING FOR THE CAST-IN-PLACE
1] CONCRETE PILES SHALL BE *13 REBARS AND SHALL
EXTEND THROUGH THE UPPER THIRD OF THE PILE
OR 15°-@" DOWN FROM THE TOP OF CASING,
WHICHEVER IS GREATER.

ALTERNATE FOUNDATION DESIGNS MAY BE CONSIDERED BY
THE DESIGNER WHERE APPROPRIATE. LOADS FOR THE DESIGN
OF NON-STANDARD FOUNDATIONS ARE AVAILABLE FROM THE
BUREAU OF STRUCTURAL ENGINEERING.

FOR "FOUNDATION
EXCAVATION"

€ TOWER AND
€ FOOTING

I-.—

21_¢I
MIN

SECTION C-C
FOOTING EXCAVATION DETAILS

BII'_'_Q TRUSS AND € FOOTING

B -
SHEAR KEY (SHOWN FOR

BARRIER PEDESTAL) \

)

TOP_OF PEDESTAL

—

|'—Q TOWER AND & FOOTING

THIS PLATE FOR DESIGN INFORMATION ONLY.
I DO NOT INCLUDE IN CONTRACT PLANS.

PEDESTAL
ALTERNATE ALTERNATE ALTERNATE

€ TOWER AND & FOOTING

I->>
’_;

:
BARRIER PEDESTAL |
1
|

r

L

| 1

| ]
BARS i FLT BARS |
| |

|

i
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OVERHEAD SIGN SUPPORT STANDARDS
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1
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EWB_BARS FOOTING DESIGN TABLES

AND DETAILS

FLB BARS

SECTION A-A
D FOOTING DETAILS

SECTION B-B
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1'-9" CHORD

T ﬁ END STRUT
(TOP_AND BOTTOM

AT TOWERS)

. € TOWER  CHORD
?l Fowm

CHORD SPLICE HORIZONTAL STRUTS HORIZONTAL DIAGONALS
TOP AND BOTTOM TOP AND BOTTOM

IR

PLAN - TYPICAL OVERHEAD SIGN SUPPORT

VERTICAL STRUTS FRONT DIAGONAL 2'-g" (TYP) REAR DIAGONAL
FRONT AND REAR

PW | PANEL WIDTH = (TRUSS WIDTH - 1’-@") MIN, (TRUSS WIDTH + 6") MAX

SPAN LENGTH

CROSS BRACING i € TRUSS
- o] —
! BOTTOM CHORD )
) | SUPPORT 1 4
s | g - END STRUT
Z || (FRONT AND REAR
| | AT TOWERS)
1 -1 ;
" | I .
g ' 1| 30° max i LEFT TOWER
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END ELEVATION
INDEX OF DRAWINGS
DRG_NO. DESCRIPTION
OH-D1 GENERAL NOTES, PLAN AND ELEVATIONS
OH-D2 SCHEDULE OF STRUCTURES
OH-D3 SCHEDULE OF FOUNDATIONS AND MISCELANEOUS DETAILS
OH-D4 FOUNDATION DETAILS
OH-D5 STEEL TRUSS DETAILS - SHEET 1
OH-D6 STEEL TRUSS DETAILS - SHEET 2
OH-DT STEEL TOWER DETAILS
OH-D8 TOWER SHAFT BASE AND TRUSS SEAT DETAILS
OH-D9 MAINTENANCE WALKWAY DETAILS
OH-D10 TYPICAL ELECTRICAL DETAILS

RIGHT TOWER

TTRASTRY
I — ELEVATION - TYPICAL OVERHEAD SIGN SUPPORT

(LOOKING UPSTATION)
GENERAL NOTES
A, DESIGN CRITERIA

DESIGN SPECIFICATIONS

1996 AASHTO STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGES (16TH EDITION) AS MODIFIED BY
SECTION 3 AND SECTION 32 OF THE CURRENT NJDOT DESIGN MANUAL - BRIDGES AND STRUCTURES,
AND 1994 AASHTO STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS,

LUMINAIRES AND TRAFFIC SIGNALS.
DESIGN LOADS

DESIGN WIND VELOCITY ---- 80 MPH
DESIGN ICE LOAD --—-----—- 3 PSF

SEISMIC LOADS FOR SEISMIC PERFORMANCE CATEGORY (SPC)B, A=@.18, SOIL PROFILE IV
(REF. 1996 AASHTO, DIVISION 1A).

EATIGUE LOADS

ALL STRUCTURAL DETAILS HAVE BEEN DESIGNED FOR FATIGUE RESISTANCE UNDER THE FOLLOWING

FATIGUE LOADS:

1) NATURAL WIND GUSTS: Pnw = 5.2Cd (PSF),
WHERE Cd IS THE DRAG COEFFICIENT SPECIFIED IN SECTION 1.2.5 OF THE 1994 STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES, AND TRAFFIC
SIGNALS. NATURAL WIND GUST PRESSURE RANGE APPLIED IN THE HORIZONTAL DIRECTION TO
THE AREA PROJECTED ON A VERTICAL PLANE OF ALL SUPPORT STRUCTURE MEMBERS, SIGN
PANELS AND WALKWAYS.

2) TRUCK-INDUCED GUSTS: Ptg = 36.6Cd (PSF),
WHERE Cd IS THE DRAG COEFFICIENT SPECIFIED IN SECTION 1.2.5 OF THE 1994 STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES, AND TRAFFIC
SIGNALS. TRUCK GUST PRESSURE RANGE APPLIED IN THE UPWARD VERTICAL DIRECTION ALONG
THE FULL LENGTH OF THE TRUSS SPAN TO THE AREA PROJECTED ON A HORIZONTAL PLANE OF
ALL SUPPORT STRUCTURE MEMBERS, SIGN PANELS, AND WALKWAYS.

VARIABLE MESSAGE SIGN (VMS) STRUCTURES

REFER TO SECTION 32 OF THE NJDOT DESIGN MANUAL - BRIDGES AND STRUCTURES WHEN
FURNISHING SUPPORT STRUCTURES FOR VARIABLE MESSAGE SIGNS (VMS).

CONCRETE DESIGN STRESSES

SPECIFIED COMPRESSIVE STRENGTH (f’c) (CLASS B) ---- 3,088 PSI
EXTREME FIBER COMPRESSIVE STRESS (fg) ----====--—= 1,208 PSI
REINFORCEMENT STEEL DESIGN STRESS

TENSILE STRESS (fs) (A615, GRADE 68) --—- 24 KSI

YIELD STRENGTH (Fy)
PIPES (AS3, TYPE S OR TYPE E, GRADE B) --—— 35 KSI (MIN.)

=-=- 51 KSI (MAX.)
EQUNDATIONS
MAXIMUM FOUNDATION BEARING PRESSURE ---- 2.5 KSF
FOOTINGS ARE DESIGNED SUCH THAT A MINIMUM OF 75 PERCENT OF THE FOOTING IS ALWAYS
IN CONTACT; A MAXIMUM OF 25 PERCENT OF THE FOOTING IS IN UPLIFT.

BEARING PILES SHALL BE CAST-IN-PLACE CONCRETE PILES WITH A MINIMUM BEARING CAPACITY
EQUAL TO 5@ KIPS.

CAMBER

PERMANENT CAMBER EQUAL TO L/10@@ HAS BEEN PROVIDED IN ADDITION TO THE DEAD LOAD CAMBER.
B. MATERIALS

L. STEEL

STEEL PIPE SHALL BE CERTIFIED BY MILL TEST REPORT TO MEET ASTM SPECIFICATION AS3, TYPE E
OR S, GRADE B WITH THE EXCEPTION THAT API 5L, GRADE B MAY BE USED WHEN THE SPECIFIED
WALL THICKNESS IS GREATER THAN ),". ONLY ELECTRICAL RESISTANCE WELDED (ERW)

MANUFACTURED SINGLE SEAM PIPE IS PERMITTED. HOWEVER, WHEN THE REQUIRED PIPE SIZE IS
GREATER THAN 24", DOUBLE SEAM PIPE MAY BE USED. A MILL TEST REPORT MUST BE PROVIDED,
CERTIFIED AND SIGNED BY THE PIPE MANUFACTURER, CONTAINING PHYSICAL AND CHEMICAL
PROPERTIES AND THE MANUFACTURING PROCESS USED TO PRODUCE THE PIPE.

ALL OTHER STEEL SHALL CONFORM TO ASTM SPECIFICATION A36 GRADE 36 OR AASHTO M278

GRADE 5@ (ASTM A7@9). ALL THIS SPECIFICATION STEEL SHALL MEET SUPPLEMENTARY REQUIREMENTS
FOR NOTCH TOUGHNESS (CHARPY TESTING, ZONE *2)

REFER TO SUBSECTION 5@9.82 OF THE NJDOT STANDARD SPECIFICATIONS FOR ADDITIONAL
REQUIREMENTS.

UPON COMPLETION OF FABRICATION, THE FABRICATOR SHALL PROVIDE A NOTARIZED CERTIFICATION OF
COMPLIANCE AS PER SECTION 106.04 OF THE NJDOT STANDARD SPECIFICATIONS, INCLUDING A LEGIBLE
COPY OF ALL MILL TEST REPORTS FOR MATERIALS INCORPORATED INTO THE WORK.

STEEL ANCHOR BOLTS, NUTS AND WASHERS SHALL CONFORM TO ASTM SPECIFICATION F1554, GRADE 36.
THE ANCHOR BOLTS SHALL BE HOT DIP GALVANIZED AS PER ASTM SPECIFICATION A153, CLASS C.
CHORD SPLICE ASSEMBLY FASTENERS SHALL BE HIGH STRENGTH STEEL CONFORMING TO ASTM
SPECIFICATION A325 AND SHALL BE HOT DIP GALVANIZED AS PER ASTM SPECIFICATION A153, CLASS C
ALL OTHER FASTENERS SHALL BE STAINLESS STEEL CONFORMING TO ASTM SPECIFICATION A32@,

GRADE B8, CLASS 1.

CAPS FOR THE ENDS OF CHORDS AND TOPS OF POSTS SHALL BE STEEL CONFORMING TO ASTM
SPECIFICATION A36 AND SHALL BE HOT DIP GALVANIZED IN ACCORDANCE WITH ASTM

SPECIFICATION A123.

WELDING OF STEEL SHALL BE AS SPECIFIED IN THE CONSTRUCTION SPECIFICATIONS.

AFTER COMPLETE FABRICATION, EACH STEEL SECTION SHALL BE HOT DIP GALVANIZED ACCORDING
TO THE REQUIREMENTS OF ASTM SPECIFICATION A123, AS MODIFIED BY THE CONSTRUCTION
SPECIFICATIONS. A SINGLE DIP GALVANIZING PROCESS IS PREFERRED IF SIZE PERMITS.

1. ALUMINUM
ALUMINUM SHALL CONFORM TO THE ASTM SPECIFICATIONS AND ALLOYS LISTED BELOW:

APPLICATION ASTM SPECIFICATION ASTM ALLOY
ROLLED OR EXTRUDED SHAPES B398 6061 - T6
PLATES B209 6@61 - T6
DRAWN SEAMLESS TUBES B219 6061 - T6
EXTRUDED TUBES B221 6061 - T6

WELDING OF ALUMINUM SHALL BE AS SPECIFIED IN THE CONSTRUCTION SPECIFICATIONS.

THE SIGN PANEL SHALL BE INSTALLED LEVEL. THE CONTRACTOR SHALL FIELD DRILL THE SIGN
SUPPORTS AS REQUIRED TO ACHIEVE THIS.

III. REINFORCEMENT STEEL
ALL REINFORCEMENT STEEL SHALL BE ASTM A615, GRADE 6d.

IV, CONCRETE

ALL CONCRETE SHALL BE "CONCRETE IN STRUCTURES, FOOTINGS", UNLESS OTHERWISE SPECIFIED BY
THE DESIGNER.

@ SIGN STRUCTURE DRG. OH-D1

NEW JERSEY DEPARTMENT OF TRANSPORTATION
BUREAU OF STRUCTURAL ENGINEERING

OVERHEAD SIGN SUPPORT STRUCTURES
GENERAL NOTES, PLAN AND ELEVATIONS
ROUTE: SECTION:

SCALE 1 NONE
BRIDGE
- NQ) ()




OVERHEAD SIGN SUPPORTS (STEEL TRUSSES AND STEEL TOWERS)
SIGN SUPPORTS ELEVATIONS TRUSSES TOWERS
STRUCTURE BOT OF BASE PLATE| SPAN CHORDS | DIAGONALS | STRUTS |END STRUTS |No. OF SHAFTS | DIAGONALS | STRUTS
STATION ¢ TRUSS LENGTH| A x B | 0.D.XTHICK | 0.D.XTHICK | 0.D.XTHICK | 0.D.XTHICK | TRUSS | CAMBER D 0.D.xTHICK | 0.D.XTHICK | 0.D.xTHICK
No. LEFT RIGHT (FT) (FT) (IN) (IN) (IN) (IN) UNITS (IN) (FT-IN) (IN) (IN) (IN) NOTES:
1. ALL ELEVATIONS SHALL BE VERIFIED IN THE FIELD PRIOR TO
FABRICATION AND CONSTRUCTION.
2. LEFT AND RIGHT TOWERS ARE DEFINED LOOKING UPSTATION.
3. THE NUMBER OF TRUSS UNITS SHOWN IN THE SCHEDULE OF
STRUCTURES IS OPTIONAL. ALTERNATES MAY BE SUBMITTED
TO THE ENGINEER FOR APPROVAL.
4. THE DIAGONALS ON EACH FACE OF THE TRUSS MUST FORM
CONTINUOUS TRUSSING BETWEEN TOWERS (SEE TYPICAL PLAN
AND ELEVATION VIEWS ON SIGN STRUCTURE DRG. OH-D1).
Y% SPAN I Y% SPAN
' @ SPLICE
I 'lmm
— A o € TOP CHORD
I —— |—¢,
SUMMARY OF QUANTITIES i I " ¢ TRUSS
PAY STADARD M
ITEM ITEM DESCRIPTION UNIT CONTRACT ' I € BOTTOM CHORD
NO. NO. QUANTITY I SPLICE PLATE
' FLANGE
el |
g
=
1 s 4
CAMBER DETAIL
CAMBER REQUIRED
CAMBER NOTE:
CAMBER SHALL BE OBTAINED BY INCREASING THE TOP CHORD
LENGTH AND DECREASING THE BOTTOM CHORD LENGTH AS
SHOWN. CHORD SPLICE FLANGES SHALL BE SKEWED TO THE
ANGLE SO OBTAINED BEFORE WELDING TO CHORDS. NO FORCE
SHALL BE APPLIED IN PROVIDING CAMBER. AN ALTRNATE
METHOD OF OBTAINING CAMBER MAY BE USED AS APPROVED
BY THE ENGINEER.
@ SIGN STRUCTURE DRG. OH-D2
NEW JERSEY DEPARTMENT OF TRANSPORTATION
BUREAU OF STRUCTURAL ENGINEERING
a— OVERHEAD SIGN SUPPORT STRUCTURES
SN I |sos wo. SCHEDULE OF STRUCTURES
A ax. ROUTE : SECTION:
DWN.
BY
EST. CIK.
BY BY
Wer SCALE 1 NONE @
. I— BRIDGE )




N.J.

OVERHEAD SIGN SUPPORTS - SCHEDULE OF FOUNDATIONS
FOOTINGS PEDESTALS (SEE NOTE T) BARRIER PEDESTALS TOTAL
VOLUME N:Ii. E%F REINFORCING BARS T REINFORCING BARS ;ﬂggg REINFORCING BARS ;ﬂggg ;ﬂggg J&L‘:"-T TOTAL
CONCRETE |EXCAVATION| IN ROW No. & SIZE OF voL | TvPE *P-1" | TYPE *P-2" |PROTE-] BAR- [BAR-| voL | TYPE "B-1" TYPE "B-2" TYPE "B-3" TYPE "B-4" PROTE- | PROTE- | OF ALL |VoLUME
SIZE wiTH| wzo [ wiTH] w/0 PILE RE- | SIZE | PED OF A |LGTH D |LGTH| CTED | SIZE | RIER | RIER | OF A JLGTH B C [LGTHI E F [LGTH E G [LeTH| CTED CTED | REBAR OF
STRUCTURE | FLxFW |pILES|PILES|PILES|PILES LGTH BARS | PD | HT |CONC|No. & 1-|(FT-[No. &|(FT-|(FT- |REBARS| BWT [ HT |LGTH|CONC |No. &/ (FT-[(FT- [No. & (FTH (FT-| (FT-|No- & (FT-|(FT-|(FT- |No- & (FT-| (FT-| (FT- | REBARS | REBARS| TYPES | CONC
No. T [c.yafic.yafc.yofic.yo *x* | *y" [ ¢ | FB | Fwe | FLT [ FWT | wBS) | FD) | T |cC.vf SIZE | oy | o [STZE | oo | o0 | wBs) | ) [ 6T | P Jecovo sTzE [ 1) | v | STZE| )| oo | o0 | STZE | o [ w0 | 10 | STZE | o | IN) | 10 | wBS) | BS) | BS) | (c.¥.)
A3
R
. T B . E E - (1
[ 0\ | |F | .
BARRIER HEIGHT | A ¢ i\ F 6 ¢ PEDESTAL HEIGHT |A —@-D— NOTES:
H-e H'-6 1. BEARING PILES SHALL BE CAST-IN-PLACE CONCRETE PILES.
TYPE "B-1" TYPE "B-2" TYPE "B-3" TYPE "B-4" TYPE "P-1" ALL PILES SHALL BE 1’'-g" IN DIAMETER OR EQUIVALENT
_— _— _— _— TYPE "P-2" AND SHALL HAVE A MINIMUM BEARING CAPACITY OF 5@ KIPS.
THE NUMBER AND SPACING OF PILES SHALL BE AS INDICATED
I B REBAR SHAPES 2 ::LES IEESZ;LRU::::.T.ECI;:?:B::-:: AASHTO SPECIFICATIONS FOR
| ~E iQ TOVER AND & FOOTING " THE SEISMIC DESIGN OF HIGHWAY BRIDGES, SEISMIC PERFORMANCE
BOTTOM OF N = - LIMITS OF PAYMENT FOR H CATEGORY B, SUBSECTION 6.3.1(C)
FOOTING (3 rp% FOUNDATION EXCAVATION <'| 3. APPROVED METAL SPACERS SHALL BE ATTACHED TO TOP AND
™ - N FOOTING BOTTOM SPIRALS TO ENSURE THAT THE REQUIRED CLEAR
— - ' )/— DISTANCE TO THE CASING IS MAINTAINED.
| ™= = o | ! I 4. NO CONCRETE SHALL BE PLACED IN CAST-IN-PLACE PILES
© — 3" PITCH FOR UPPER 3'-g" & i ‘@i/—rmasm. (TYP) UNTIL AFTER ALL PILE CASINGS FOR THE FOOTING HAVE BEEN
= 9" PITCH ELSEWHERE 5 DRIVEN.
} 3 CE OF
. in o ?‘&?&RE,QY SHEETING 5. WHEN TEMPORARY SHEETING IS REQUIRED, H IS 3'-p"
13 SPIRAL BAR = in G 4 WHEN ADJACENT TO PEDESTRIAN OR VEHICULAR TRAFFIC
Sg | \C T T Gi AND 1°-g" MINIMUM FOR ALL OTHER CONDITIONS.
6 - %16 BARS u | | 6. PAYMENT LIMITS FOR TEMPORARY SHEETING SHALL BE
B 6" (TYP) LIMITS OF PAYMENT FOR MEASURED FROM THE FINISHED GRADE LINE OR FROM
[+ 4 [ []
i w9 | TEM:’:SR‘;REL &:EEDIING THE EXISTING GROUND LINE, WHICHEVER IS LOWER.
off & | — i 7. QUANTITIES SHOWN ARE FOR BOTH PEDESTALS.
c Bk & 1
IE = — _l RN S|
= <J € TRUSS AND
B ; H CFOOTING o
5 2 FINISHED GROUND PLAN EXISTING FINISHED GROUND LINE
mlﬁETﬁ?CS:'{N(_; * g LINE (1:2) MAX € TOWER AND GROUND LINE SIGN STRUCTURE DRG. OH-D3
(TO BE LEFT IN PLACE) - ¢ FooTiNG LINE |,
' s SOk | R L s
*16 BAR Y& — =] = 0| ©E
CLASS B CONCRETE 4 (TYP) ~= P o e
i | 0 S ;5 =i OVERHEAD SIGN SUPPORT STRUCTURES
/I w g == =53
CONTROL | | - - -¢ PILE -~ T | 5 W -5 SCHEDULE OF FOUNDATIONS AND
—SECTION : yg* i dH = 2 MISCELLANEOUS DETAILS
= ol 13 SPIRAL PILE CASING i —] 9 ROUTE SECTION:
By BAR . i uMIts oF | ~|F——m——F ———=
S " k" cL LIMITS OF PAYMENT / PAYMENT FOR
Y BY ELEVATION SECTION C-C FOR "FOUNDATION SECTION G-G T TEMPORARY SECTION H-H
- —_— =" EXCAVATION* _— . _—
= SHEETING SCALE 1 NONE
CAST-IN-PLACE CONCRETE PILE TEMPORARY SHEETING AND EXCAVATION DETAILS i
IN CHARGE OF




€ TRUSS AND ¢ FOOTING TOP OF PEDESTAL ¢_ TOWER AND G FOOTING
l_ ¢ TRUSS AND G FOOTING l-_ OR BARRIER
)
b FL 4 L \ | ALTERNATE PEDESTAL ALTERNATE
. 1'-3" L
(TYP) I I 0 T BARRIER PEDESTAL
SHEAR KEY (SHOWN FOR
o | / | BARRIER PEDESTAL) LRES T i i } i | ALTE*NATE
Eg X . FWT BARS | FLT BARS '
BE » _d‘) _d‘) _4) _dg _4) S | I I | 3oL % e
£3 b TYP) -
2 4 | | : | | L |
oo o 2 A f ] — - UPPER_PAY LIMIT
' g @ s np AP NP ap Aan I ne NP NP G
L J__ _4 ) _4 ) _4 ) _4 ) _4 ) s 3 = _+ ~ , . | . ] ) ! .
[ T } + + T +
9 = — i — T TR L. ==
z g - B | | | 11 1
=| g @ I I 1 (TYP) ' . '
T 6 4 &b S O I R i NOTES:
EQUAL SPACES | EquaL spaces |
FWB BARS FLB BARS 1. ALL REINFORCEMENT IN PEDESTALS OR BARRIER PEDESTALS
'X" ROWS OF PILES® L - SHALL BE CORROSION PROTECTED.
FWT & FWB BARS 2. EXPOSED CONCRETE EDGES SHALL BE CHAMFERED 1"x1"
SECTION A-A SECTION B-B UNLESS NOTED OTHERWISE.
<J 3. BARS SHALL NOT BE SPLICED EXCEPT AS PROVIDED ON THIS
B * PILES REQUIRED ONLY IF SCHEDULED AS FOOTING DRAWING OR AUTHORIZED BY THE ENGINEER. WHEN SPLICING
PLAN A CONTRACT PAY ITEM € TRUSS AND & FOOTING IS APPROVED, THE REINFORCEMENT BARS SHALL BE LAPPED
SHEAR KEY == ¢ ¢ FOR A LENGTH OF AT LEAST 36 DIAMETERS AND SHALL BE
(TYP) \ I——Q TRUSS AND € FOOTING £ I'_ TOWER SHTAOFJ o I_ TOWER SHAFT SECURELY WIRED TOGETHER.
g ; mlE P + PEDESTAL 4. FOR DETAILS OF CAST-IN-PLACE CONCRETE PILES, SEE
e I | (TYP) SIGN STRUCTURE DRG. OH-D3..
s 1
g | £ ' i |
w
c . - C P-1 BARS — [—— P-1 BARS
i T | g N =il B2 if0 [ oV
4- ] I < = P-2 BARS \ '
7 = (TYP) : t
= | X FA P-2 BARS
R [ . - (TYP)
|10 | ) 3 B = .
= ® |'ﬁpo| S| SPREAD FOOTING
| Tower SHAFT SPACING | U U U ‘| SHOWN SECTION D-D
I 1
] B-3 OR B-4 BARS
% FL % FL ! FL ! I_ (N PAIRS) _\
FL SECTION C-C I E_j_r
c o PEDESTAL || '! -'! 3o
- |——¢_ TOWER AND ¢ FOOTING L (TYP)
e SHEAR KEY—— ——@ TRUSS AND & FOOTING TOP OF BARRIER PEDESTAL — f— € TRUSS AND € FOOTING 2"
= 2 %\ " ~ B-1 BARS I—M—Il B-1 BARS
& BL BL . T
§§ | \ I_"‘lE = o\ B-2 BARS |k | I B-2 BARS
g ok \ [\ | | | / 63 BARS SECTION G-G
o I——-‘\-—-r————. =X E . T ' . , ‘ (IN PAIRS)
L _I__g i S P [ Jd A I B-3 BARS = P | 1" RADIUS
a|T1 J_ N u r | (IN _P$1R5) ’g‘:l N = 1 (TYP)
1 — e —— — — — = - = J_ i I
i N ° | 3-(4; BARS . ! it
T - | | s ™)
| BL | = g TARS) “lz B-1 BARS —| | N PAIRS)
I I ! ' e e ! | SIGN STRUCTURE DRG. OH-D4
3 P —— - —— =}
(5] - =
Y FL Y% FL 'u-»| | 4 | $ [ SPREAD_FOOTING |/ |'/é awa| & Ya BWB;;I_ NEW JERSEY DEPARTMENT OF TRANSPORTATION
I - I ‘| SHOWN ( ' - BUREAU OF STRUCTURAL ENGINEERING
FL . I
F<J | BL BWB OVERHEAD SIGN SUPPORT STRUCTURES
PLAN FL FW FOUNDATION DETAILS
ROUTE: SECTION:
SECTION E-E SECTION F-F
BARRIER PEDESTAL
SCALE 1 NONE
BRIDGE
H NQ) ()




WER DETALL 4 DETAL 3 ™A

¢ Top HORIZONTAL STRUT N.J
CHORD HORIZONTAL (TYP)
5 o STRUT (TYP) Emn
T i_!_ JI_/ A‘ ----- _/- 7 * - _d ?- _ 7/_ i (/e \ T — ', 1.\ CHORD 0.D. w
[\ 1M il TOP 2 =& 0
! o a DIAGONAL: | X =~ Y
I TN\ / . | ' TOP CHORD .
VERTICAL o —.
< ' |Ene | I STRUT ! ! VERTICAL ! -
qop o || | ’ ' ae | &
BoTToM , | - / @ | ! ® | am |l = C Ve
| ] | 7 ! | ' ' \
rI ] L] | . I | | .
R — 17 7’ _______ AN EZE— _8 ?_ S 74 1| CROSS BRACING i CROSS. BRACING i .
DETAIL 5 E NOTE 2)
_K—i TOP CHORD LA 1
 Tones TOP VIEW OF TRUSS — e SECTION G-C
€ ToP DETAIL 4 DETAIL 3 2y DETALL 2 L E\"B . —_—
CHORD < DETAIL 3 C -
} SECTION B-B L1
Py Gidod
| ! ] FRONT ' CHORD 0.D. _ W 1-8" 6" P .
' \I [ QNDIAGONAL 1l J,' NN y MAX Top -? N _SEI_& -
5 X N D HORIZONTAL STRUT . k=
I - I\ . CHORD ,
. [ | | ' \\‘i - SEAL WELD ’I | e
@l Enp STRUTI—-I EN ' " | = TYP) el
(FRONT AND' I | | ' N —H__ .@. _______ _ 8 CUSSET R— / | 7 P
REAR) | i veRmicaL " ! | = ik ! N\
i | FERICAL ) ! - } 1* MIN| or \\(
¥ X n i SPLICE B, CROSS BRACING —-I W« € DIAGONAL
. | ﬁ | I || : € STRUT Eul
- 4}-—:«—(—; ——————— Y= ——— e r— ek
%H(B)%TOM | ¢ DETALL 5 ! A DETAL 1 PN SECTION D-D DETAIL 1
|'1'-3.' —-I(EQUAI!, “PER TRUSS ONIT) =~ - o" e SECTION E-E ¢
- COPE_HOLE
TRUSS, UNIT 1\ ¢ §+ | (BOTH FACES)
. SPLICE TO .
1'-0 € END VERTICAL STRUT TO € SPLICE /€ SPLICE :‘_-ﬁ ¥
¥ wig WELD (TYP) |
D E wlQ V s s R =%'
FRONT VIEW OF TRUSS o L4 - & L5 8ﬁ \
(= (=] o A
g Lz g L3 E ! e—- -—-—-—I-—-— ----- — —
5 y n 5 _I_ ?_ - _I- - 8 Tl \
o h o X SEAL WELD ["2 END DIAGONALS
1 0 23y 1 - V . ( = \ %" ORI4" GUSSET PLATE OR END STRUTS, AND
- \?) N\ ?ﬁ‘ N -I— SEA!-TYWF%LD SEA:'TYW ?‘D: —] - 4 \:_— GUSSET P € GUSSET PLATE
NI SEAI(. YLD 5 ;4 \ ;|—GUSSET . GUSSET B——" / 7k 7 TRUSS CHORD
V"V COPE HOLE DETAIL
TYP DIAG . . . 1" MIN
Ya 1" MIN_| MIN 1" MIN | |
1 MiN| | [ 1" miN € END STRUT—-I € END STRUT NOTE:
e C D Viaaias S 10s 1.5 e 7 T 005 e o
€ STRUT & stRur DETAIL 4 w 8 DIAGONALS TOTAL). ’
(GUSSET PLATE SYMMETRICAL ABOUT STRUT) END 'K’ GUSSET) (END 'T’ GUSSET)
DETAIL 2 DETAILL 3 (SEE COPE HOLE DETAIL) (SEE COPE HOLE DETAIL)
= @ SIGN STRUCTURE DRG. OH-D5
TRUSS GUSSET PLATE DIMENSIONS
cioro PLATE TLATET " T -1 T 7% Trewo - k*['end - T'] WeLD NOTES: NEW JERSEY DEPARTMENT OF TRANSPORTATION
.D. |THIC NOTES:
oo WIRTH | eSsET OSET | eesET el vl 1. THE SIZE OF CROSS BRACING MEMBERS SHALL BE THE SAME AS THAT BUREAU OF STRUCTURAL ENGINEERING
. - — - - = - OF THE DIAGONALS. CROSS BRACING SHALL BE LOCATED AT THE ENDS
3.500 Z S;z 10 172" | 5% 10 5k 3% gtTgﬁuT}susisN UDNI{RTE AT'}?)N SPACED AT EVERY THIRD PANEL MAXIMUM, OVERHEAD SIGN SUPPORT STRUCTURES
4.000 . 61" 19" | 1’2" | s5l" 10" 50" 3%" G CTION. _
4.500 X 6" | 10" | 12" | 54" 10” 5k 3% 2. FOR CHORD CAP DETAILS, SEE SIGN STRUCTURE DRG. OH-DS. STEEL TRUSS DETAILS - SHEET 1
5.563 %" 6" 10" 1-2" 5%" 10" 5" 3%" ROUTE: SECTION:
6.625| %" T | 2% | '3 | 5% | 19 515" 4 3. FOR CHORD SPLICES, SEE SIGN STRUCTURE DRG. OH-DS.
8.625| % 1% i 5 | s o' | V'0%" | S X 4% 4. THE LENGTHS SHOWN IN THE TABLE FOR THE TRUSS GUSSET PLATE ARE
10.759 % 8 1-gl"| 1’1 5% 1'-4 5% 5 ABSOLUTE MINIMUM DIMENSIONS. THE ACTUAL DIMENSIONS REQUIRED WILL
12.750| %" 8% | 11" [18%"| 5% | 14 5 | 5l DEPEND ON THE PANEL DEPTH AND WIDTH USED. SCALE 1 NONE
14.000) %" 8" | 1’1l [17-9%" | 5" | 1'-alk" | sk" [ skt BRIDGE




1.75 x BOLT

DIA. (MIN) € CHorD

I——Q CHORD

o SPLICE PLATE 2 - SPLICE PLATE
& = |
(] ° —EH o
o ‘é ol () -EF g
: - :
k B
1
_ HOLE DIA H = HOLE DIA H =
A e s i 2ot A e ot B e
ELEVATION SECTION _A-A ELEVATION SECTION B-B ELEVATION SECTION C-C
SIX-BOLT CHORD SPLICE DETAIL EIGHT-BOLT CHORD SPLICE DETAIL TEN-BOLT CHORD SPLICE DETAIL
SPLICE PLATE
/s SEAL_WELD
'~ sex NoTE /_|7_< (TYP)
€ CHORD %. NOTES:
STIFFENER PLATES . L
3 x k"x3 F -:'I 1. A325 SPLICE BOLTS SHALL BE HEAVY HEXAGON TYPE AND SHALL BE
A T | FURNISHED WITH HEAVY HEXAGON NUTS AND WASHERS.
. /||— -M 2. THE THREADED PORTION OF THE SPLICE BOLTS SHALL BE EXCLUDED
F-i/16 3 FROM THE SHEAR PLANE OF THE SPLICE.
¢ cu% — 3. THE PROVISIONS OF SUBSECTION 509.89 OF THE NJDOT STANDARD
+ SPECIFICATIONS SHALL BE FOLLOWED IN FURNISHING THE REQUIRED
A ] L CHORD SPLICE ASSEMBLY.
. 4. REFER TO SUBSECTION 509.88 OF THE NJDOT STANDARD SPECIFICATIONS
CHORD SPLICE WITH STIFFENERS v FOR SPLICE BOLT TIGHTENING PROCEDURES. WHEN CALIBRATED
(SIX-BOLT SPLICE SHOWN) WRENCHES ARE USED FOR BOLT INSTALLATION, THEY SHALL BE SET TO
CHORD SPLICE WELD DETAIL PROVIDE THE TENSION THAT IS SPECIFIED IN THE TABLE ABOVE.
NOTES:
1. CHORD SPLICE STIFFENER PLATES ARE TO BE USED FOR CHORD
SPLICES LOCATED AT MIDSPAN (CENTERLINE) OF TRUSS ONLY. (SEE
CHORD SPLICE ASSEMBLY WELD DETAIL FOR MORE INFORMATION).
2. CHORD SPLICE STIFFENER PLATES ARE SHOWN HORIZONTAL.
STIFFENER PLATES MAY BE REPOSITIONED, AS NECESSARY, TO
PROVIDE SUFFICIENT CLEARANCE FOR BOLTING OF THE SPLICE, BUT
THEY SHALL ALWAYS BE POSITIONED OPPOSITE TO EACH OTHER
AS SHOWN.
TRUSS CHORD SPLICES
SPLICE PLATES SPLICE BOLTS
CHORD BOLT BOLT
THICKNESS |WELD SIZE [No. OF
0.D.xTHICK CIRCLE |DIAMETER | TENSION
o T Fo |Bots |CIRC oo @ SIGN STRUCTURE DRG. OH-D6
3.500%.216 | 1% " 6 %" v
2 aw: 226 12' ;‘. 5 :5’2. Z,‘ iz NEW JERSEY DEPARTMENT OF TRANSPORTATION
4‘509)('23_’ 1% y‘_ A 0 V" 28 BUREAU OF STRUCTURAL ENGINEERING
0 . 4 (] 4
e L] ] 0]
:‘:g::‘ggz ;{é k, 2 1:%_ : :i OVERHEAD SIGN SUPPORT STRUCTURES
8.625x.322 | 2" %" 8 | 11" | 1% 7 STEEL TRUSS DETAILS - SHEET 2
10.750x.365 | 2" o " 8 1'-4" | 1" 103 ROUTE: SECTION:
12.750x.375 | 2" %" 9 |16 | 1% 103
14.000x.375 | 2 %" 186 [1-7Y"| 1k" 103
SCALE 1__ NONE
BRIDGE :




D = A + (0.D. TOWER SHAFT) + N.d.
| (0.D. TRUSS CHORD) + (45" MAX) ¢ € TOWER SHAFT
* STIFFENER .
1 A 1
! |TOP CHORD MOUNTING | .
1'-6" ; ASSEMBLY
T _
2 T
- | —¢ Tuss choro || L T
T %" GUSSET PLATES
| TOWER
SHAFT| Ao | B | ¢ [ D | E
' 0.D. [FT-IN| aN [ aN [ an | aw
| (IN)
' 19.750]| 1'-6" | 7" | 6%" [12}4"| 13"
| =H 12.758[1'-76"| TVe"| 1" [1234"[133%"
~N Y 14.0008( 1'-11" | 9" [ 9" | 16" |17)6"
[ X > 16.000)2"-1%"|10%'| 11%" |16%"|17%’|
' | . . 18.000| 2'-4" | 1" | 1%" [17%"] 19"
| | € TOP DIAGONAL SEAL WELD $ 20.000(2’ 5| 1" | 113" 1557 19"
| ! TOP GUSSET DETAIL (TYP) 22.000]2'-6 %" 11" | 12%" | 15" | 19
' I
| N TYP BOTTOM DIAGONAL CENTER GUSSET DETAIL
2 i 71 AND BOTTOM STRUT
[£] 1
- . | SEAL NELD—D < € TOWER SHAFT —
g | - T © SO, 2k S, —
z N St — £S5 T
S R —= | "z [y . Bt
s | | kg B we b ®
<] =2
g 2 i d o g3 |
1 BOTTOM - o T
I DIAGONAL ! J,‘- 'f'_'_l"(}l' L-?— ----- —r—-—{—--
! | I f Al 7/ ' NOTES:
| ' ' ' 2 l
i SoTTom | | %" '--| o " D> ' 1. FOR DETAILS OF THE SADDLE BLOCK, SEE SIGN STRUCTURE DRG. OH-DS.
' ARV -
w ' GUSSET | .y ' A} 3 . 2. FOR TOWER SHAFT CAP DETAILS, SEE SIGN STRUCTURE DRG. OH-D8.
8l | N 8 5 % SEAL WELD
i = 1= 2 (TYP) 3. FOR DETAILS OF TOP AND BOTTOM CHORD MOUNTING ASSEMBLIES,
3 = 7 I—Q TONER SHAFT o SEE SIGN STRUCTURE DRG. OH-D8.
g2 / \ BOTTOM STRUT / Xf_ BAS(ET#;)ATE 4. COPE HOLES SHALL BE PROVIDED ON BOTH FACES OF THE PIPE.
BOTTOM GUSSET DETAIL BOTTOM GUSSET DETAIL
1'-6" (MIN)
27-0" (MAX)
TOWER ELEVATION
€ TOWER SHAFT I'—Q COPE_HOLE
| 104" %" — (BOTH FACES)
Y il _\ -
l_ 2 € STRUT OR . R % TOP DIAGONAL AND
‘i — Ti H-i¥) ; GUSSET PLATE
=—-—f a (3 sioN STRUCTURE DRe.  OH-DT
\_ coPE HOLE BOTH ENDS OF ‘\ ~7 NEW JERSEY DEPARTMENT OF TRANSPORTATION
: TOP DIAGONAL ONLY BUREAU OF STRUCTURAL ENGINEERING
(SEE COPE HOLE DETAIL) \—
' %7 GUSSET PLATE OVERHEAD SIGN SUPPORT STRUCTURES
TRUSS CHORD STEEL TOWER DETAILS
ROUTE: SECTION:
SECTION A-A
(SECTION B-B OPPOSITE HAND) COPE HOLE DETAIL
SCALE 1 NONE
BRIDGE i




BRACKET ’— € TOWER SHAFT . N.J
PLATE (TYP) € TOP TRUSS TOP CHORD
R ——WORD | g5 @ -a [ & TOWER SHAFT -
- ~ € TOWER SHAFT
5% i % "‘lo
5 BRACKET '
=0 L]
x5 _ . %" DIA. S.S. U-BOLT WITH BENT PLATE
FE B ! PLATE TYP) S At 3.5, FLAT WASHERS, I
A oo & | K LOCK WASHERS AND ' \
. - X —> ] HEX NUT | \ n
L 2 | % € TOP TRUSS - 5 ml
7! N / CHORD
1 ] [
. SEAL WELD ‘
” A =Q I t (TYP) TOP TRUSS = : g:;ﬁlé 3%3“%2@ TOWER SHAFT
N - o S
[ [] []
BASE PLATE : BASE PLATE 3.4 p1a <5, U-BOLT ;’éor’% B ',éHOl\-/éISRTICALLY
| SADDLE BLOCK ' SECTION A-A
"x3/4" v/ SECTION A-A
HOLE DIA H = 'éé!P‘(TYF)_ - . SHIM AS REQUIRED
BOLT DIA +%" | t (PROVIDE MINIMAL ELEVATION
NUMBER OF SHIMS)
SECTION A-A TOP CHORD MOUNTING ASSEMBLY DETAIL
TOWER SHAFT BASE DETAIL € BOTTOM TRUSS CHORD
DOLBLE NUT OR LOCK NUT 2-3/4" DIA STAINLESS STEEL U-BOLTS € TOWER SHAFT
WITH STAINLESS STEEL FLAT
o € TOWER SHAFT (SEE NOTE 3 FOR ALTERNATIVES) _10p oF PEDESTAL OR WASHERS, LOCK WASHERS AND _
Z ANCHOR BOLT HOLE %" (MIN) — BARRIER PEDESTAL HEX NUTS =
ﬁ% = BOLT DIA +%" € BOTTOM TRUSS CHORD—]  g.5 @-A) g
§:.8-. |—TOP OF BASE PLATE SADDLE BLOCK a1 CHORD CAP g%
e 4 € TOWER SHAFT tg
, . BOTTOM CHORD SUPPORT ' i35
L BOLT DIA+ 1" Wig X 33) SADDLE_BLOCK | 3
£ _\ TYP) ' Ge
=
2 : X 1" DIA 35
3 \ HOLE_(TYP) Fa
5 8 el
* ANCHOR b = |
%PLATE " Z 1" DIA HOLE
= | (TYP)
i g T §
B & 3= B / I ,
2t é‘[cJ "SIDE OF WEE) > |
ANCHOR PLATE DETAIL _LI LA ' o'lv
€ POST AND € CHORD 7 ANCHOR PLATE ELEVATION SECTION B-8
siLicon RuserR caulk  ANCHOR BOLT DETAIL BOTTOM CHORD MOUNTING ASSEMBLY DETAIL
. 0.0. +%' AL AROUND) NOTES:
("2?;591.‘_“6"2‘,“'\/ BOLT _|—\.,.!“/ %* THICK STEEL 1. ANCHOR BOLTS SHALL BE PROVIDED WITH HEAVY HEXAGON NUTS AND TWO
— WASHERS AS SHOWN ON THE ANCHOR BOLT DETAIL.
DRILL A0 Tae /T & Pie TOWER SHAFT BASE ASSEMBLY ¢ CHORD
L F— 2. ANCHOR BOLTS SHALL BE GALVANIZED AFTER THREADING.
- j L Ys" THICK NEOPRENE BASE PLATE ANCHOR BOLTS Bﬁ_ﬁqug ¢ SADDLE
] ] GASKET RING TOWER i t i Block 3+ REFER TO SUBSECTION 5¢9.88 OF THE NJDOT STANDARD SPECIFICATIONS
CEMENT TO CAP PLATE SHAET BOLT BOLT . X FOR ANCHOR BOLT TIGHTENING PROCEDURES. WHEN CALIBRATED WRENCHES
THICKNESS | crpeie|  SIZE PROJ* A o 14-O1—-—-T ARE USED FOR BOLT INSTALLATION, THEY SHALL BE SET TO PROVIDE
§ 0.D.XTHICK TENSION | x
1%"x3/8" I e T c | DIAXLGTH | "y1ps) —a THE TENSION THAT IS SPECIFIED IN THE TABLE ABOVE.
STEEL BAR \_y;..v.< P 7
: — 1" DIA HOLE 4. 3" STAINLESS STEEL U-BOLTS SHALL HAVE THE THREADS EXCLUDED FROM
10.750x.365 2 U-5%°| 1%'xa8"| 17 | 8h"| 2% THE SHEAR PLANE BETWEEN THE SADDLE BLOCK AND BOTTOM CHORD SUPPORT.
. . 12.750%.375 2Yy" 1'-8%" 2'x54" | 102 [ 16l4"| 3%"
Vv w 7 [] "
" o, 14.000x.375 2%_ 11-9% 2%xe71"| 162 12 4 @ SIGN STRUCTURE DRG. OH-D8
14.000x.500 2% 1-9%" 23"xes"[ 162 | 12)4" q"
STEEL POST OR CHORD CAP DETAIL te.000x.3%5 | 2T |2i%] adwe| ter | wp| S "EW BOREAU OF STRUCTURAL ENGINEERING
NOTE: ALTERNATE CAP DETAILS MAY BE SUBMITTED 16.000x.500 2%°  |2'-1%7 2%'xes'| 162 | 12%" 5
TO THE ENGINEER FOR APPROVAL. 18.000x.375 2%"  |27-a%| 2%'x12"| 2080 | 13° 6 = OVERHEAD SIGN SUPPORT STRUCTURES
18.000x.500 2%" 2-4%] 2%'x12"| 208 | 13 6" o ' TOWER SHAFT BASE AND
20.000x.500 3% |28l 3'xteT | 242 | 14" T L g T cHomD TRUSS SEAT DETAILS
20.000x.500 3% 3-8 3'x7et | 242 | 14" 8" e . | cHoRo ROUTE: SECTION:
s -
» PROJECTION LENGTH SHOWN IS e g
BASED ON USING DOUBLE NUTS. 5 32 ELEVATION
- SCALE 1 NONE
SADDLE BLOCK DETAIL BRIDGE
- NQ) ()




— " D:é-l_g;‘%- ;I%O‘éet N.J.
M € TRUSS — S g IAL_S.S. BOLT, LENGTH OF S.3. CHAIN
ST ACHED TO IT AN
o e iy R T A R :
f o > WALKWAY 1Ya ] -?
.5 MM o) . NE
LUMINAIRE AND SIGN PANEL 2.5 MM |~ [ (T 3 MM — .| A T .
WALKWAY HANGER FACE {TvP) ' 1\ T o € OF PIPE
(NOTE 4) ] % L ZIL|' I g r I 'E =]
K A - ==
rt 7 = i L STl s o ok
- ! = | |- —t -
A A 2L WITH LOCKNUTS AND® AT L | T =
— TRUSS LUMINAIRE SUPPORT s K WASHERS (TYP) = F 1 ===
ORDS in 1 AR J R " DIA. S.S. F . LUMINAIRE
£ i CHANNEL CLOSED END—' BOLT, NOT AND . v | AND WALKWAY
i ] L SIGN PANEL FACE 4 . LOCKWASHER * o PLAN HAGER A
“la € SUPPoRT ot __ g ' 2" 5" 2" (TYP) FORMED MATERIAL —— ES
2 SUPPORT —<  LUMBMARE______ E - LUMINAIRE AND NOT
E T (ELEC | HANGER ARM 1. ALL MATERIAL SHALL BE ALUMINUM ALLOY 6861-T6 UNLESS
|| [N Nee PLaTe 3 STAINLESS STEEL ELEVATION gt OTHERWISE NOTED. \wts
o ||| fotision vanks . SHIN PLATES I N HANDRAIL HINGE DETAIL 2 B O LTS ASHERS A0
f ; " SHALL
% TR e 3 FVALL, THIGRNESST <P 4 SPECIFICATION A320 GRADE B8, CLASS 1. i
S P y 3 (/167 WALL THICK 12 RYG" 3. WELDING OF ALUMINUM SHALL BE AS SPECIFIED IN TH
(SEt TABLE For sizer | [ =i 4 DIA. S.5. U-BOLTS SIGN HANGER (TYP) ~HOLE FORY " CONSTRUCTION SPECIFICATIONS. I
P %o | ! NASHERS (TYP) 3) T I BEEE S i 4 ﬁléggn-u/u' RANGE NIOB = 3 %!I)EB SI00 TANGER. SPACING
B B 3118 T D FOR 15'-8" MAXIMUM' SIGN PANEL HEIGHT.
B ALUM WALKWAY — LUMINAIRE SUPPORT Bl 11 3 L DESIGNED ATES MAY BE MODIFIED TO
¥ -I BT L P | GRATING L R CHANNEL " I als [ 2 N 5. THE THICKNESSES OF THE SHIM PL
b A = ) = I N Y AVOID INTERFERENCE BETWEEN THE CHORD SPLICE PLATES
I == [ b \ H ‘;-:'-I:-'-gq; - AND THE SIGN PANELS. .
. 9" | Y TAIL "C" SUPPORT:!
— / 4" 1" .|_9 gt || 2 HANGER (OTE 41 " HANDRAIL HINGE (SEE DE £ 's.S. SHIM PLATE ®+ SHALL BE PROVIDED CONTINUOUSLY FOR THE ENTIRE SION
rx é"'lp 4 _|I I = = SECTION A-A ! (SEE TABLE FOR THICKNESS) DESIGN LENGTH UNLESS OTHERWISE SHOWN.
" - ' . ) WALKWAY GRATING
4) | Lgr 5'-9 € HINGE L LUMINAIRE SUPPORT CHANNEL gsg;g '?:II(’:‘K r@scsli 1. ?ﬁ'}{'ﬁ”'&gsfcz.?(’c"u M%?U%Eﬁ % oel!'uv’l‘lg‘#lm. HALKWAY GRA'ErgNG
y . . - 1 _p"
HOLES HANGER ARM 0.0. | MIN SHALL NOT CANTILEVER MORE THAN 1'-8* BEYOND HANG
TYPICAL MAINTENANCE WALKWAY DETAIL ELEVATION OF HANDRAIL o | oo ARMS" AT EAGH END OF THE MAIN WALKWAY. WALKWAY GRATING
ke e — ] FMATRE SEronT cne A ALTER BFI'EC(I:NDI;N:?'I?:INGS FOR HANDRAIL MAY BE SUBMITTED
1 -g" 12.75 % 8. ALTERNA
LUMINAIRE AND WALKWAY %" (TYP) s \ ] | T AN 7 T iy o 2 14.0 % TO THE ENGINEER FOR APPROVAL. 4" NOMINAL DIA. WITH
HANGER I PUNCH %" DIA. DRAIN HOLES ' NATE EXIT PANEL 9. ALL PIPES FOR HANDRAIL SHALL BE 1Y% .
| i e aveds ron | BRACE AT Eactl EWD BRACE- AS SHOWN WHERE = FOR TRUSS A ZEMIN. " WALL THICKNESS. ..
| 0 i ENTIE e, e PRACE AT EACH BYP A—7 SION HANGER CAMNOT BE SHIM PLATE THICKNESS  10. MAXIMUM LENGTH OF HANDRALL SECTION SHALL BE 18'-
I8 N 1\ SN <| Exmenoen ro e Top: (SEE NOTE 5) AND SHALL INCLUDE TWO POSTS. -
nadipile e R | A [ 7| OF BXIT PANEL. 11. ALTERNATE HANDRAIL HINGE DETAILS MAY BE SUBMITT
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A, DESIGN CRITERIA

DESIGN SPECIFICATIONS

1996 AASHTO STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGES (16TH EDITION) AS MODIFIED BY
SECTION 3 AND SECTION 32 OF THE CURRENT NJDOT DESIGN MANUAL - BRIDGES AND STRUCTURES,
AND 1994 AASHTO STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS,
LUMINAIRES AND TRAFFIC SIGNALS.

DESIGN LOADS

DESIGN WIND VELOCITY
DESIGN ICE LOAD

SEISMIC LOADS FOR SEISMIC PERFORMANCE CATEGORY (SPC)B, A=@.18, SOIL PROFILE IV
(REF. 1996 AASHTO, DIVISION 1A).

EATIGUE LOADS

ALL STRUCTURAL DETAILS HAVE BEEN DESIGNED FOR FATIGUE RESISTANCE UNDER THE FOLLOWING
FATIGUE LOADS:

80 MPH

1) NATURAL WIND GUSTS: Pnw = 5.2Cd (PSF),
WHERE Cd IS THE DRAG COEFFICIENT SPECIFIED IN SECTION 1.2.5 OF THE 1994 STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES, AND TRAFFIC
SIGNALS. NATURAL WIND GUST PRESSURE RANGE APPLIED IN THE HORIZONTAL DIRECTION TO
THE AREA PROJECTED ON A VERTICAL PLANE OF ALL SUPPORT STRUCTURE MEMBERS, SIGN
PANELS AND WALKWAYS.

2) TRUCK-INDUCED GUSTS: Ptg = 36.6Cd (PSF),
WHERE Cd IS THE DRAG COEFFICIENT SPECIFIED IN SECTION 1.2.5 OF THE 1994 STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES, AND TRAFFIC
SIGNALS. TRUCK GUST PRESSURE RANGE APPLIED IN THE UPWARD VERTICAL DIRECTION ALONG
THE FULL LENGTH OF THE TRUSS SPAN TO THE AREA PROJECTED ON A HORIZONTAL PLANE OF
ALL SUPPORT STRUCTURE MEMBERS, SIGN PANELS, AND WALKWAYS.

YARIABLE MESSAGE SIGN (VMS) STRUCTURES

REFER TO SECTION 32 OF THE NJDOT DESIGN MANUAL - BRIDGES AND STRUCTURES WHEN
FURNISHING SUPPORT STRUCTURES FOR VARIABLE MESSAGE SIGNS (VMS).

CONCRETE DESIGN STRESSES

SPECIFIED COMPRESSIVE STRENGTH (f'o) (CLASS B) ——--
EXTREME FIBER COMPRESSIVE STRESS (fg) -—---=--—---

REINFORCEMENT STEEL DESIGN STRESS
TENSILE STRESS (fs) (A615, GRADE 6@) ---- 24 KSI
STRUCTURAL STEEL DESIGN STRENGTHS

YIELD STRENGTH (Fy)
PIPES (AS3, TYPE S OR TYPE E, GRADE B) ---- 35 KSI (MIN.)

-=-- 51 KSI (MAX.)
EQUNDATIONS

MAXIMUM FOUNDATION BEARING PRESSURE ---- 2.5 KSF
FOOTINGS ARE DESIGNED SUCH THAT A MINIMUM OF 75 PERCENT OF THE FOOTING IS ALWAYS
IN CONTACT; A MAXIMUM OF 25 PERCENT OF THE FOOTING IS IN UPLIFT.

3,000 PSI
1,200 PSI

BEARING PILES SHALL BE CAST-IN-PLACE CONCRETE PILES WITH A MINIMUM BEARING CAPACITY
EQUAL TO 58 KIPS.

CAMBER
PERMANENT CAMBER EQUAL TO L/10@@ HAS BEEN PROVIDED IN ADDITION TO THE DEAD LOAD CAMBER.
B. _MATERIALS

L STEEL

STEEL PIPE SHALL BE CERTIFIED BY MILL TEST REPORT TO MEET ASTM SPECIFICATION A53, TYPE E
OR S, GRADE B WITH THE EXCEPTION THAT API 5L, GRADE B MAY BE USED WHEN THE SPECIFIED
WALL THICKNESS IS GREATER THAN J2". ONLY ELECTRICAL RESISTANCE WELDED (ERW)

MANUFACTURED SINGLE SEAM PIPE IS PERMITTED. HOWEVER, WHEN THE REQUIRED PIPE SIZE IS
GREATER THAN 24", DOUBLE SEAM PIPE MAY BE USED. A MILL TEST REPORT MUST BE PROVIDED,
CERTIFIED AND SIGNED BY THE PIPE MANUFACTURER, CONTAINING PHYSICAL AND CHEMICAL
PROPERTIES AND THE MANUFACTURING PROCESS USED TO PRODUCE THE PIPE.

ALL OTHER STEEL SHALL CONFORM TO ASTM SPECIFICATION A36 GRADE 36 OR AASHTO M27¢
GRADE 5@ (ASTM A709). ALL THIS SPECIFICATION STEEL SHALL MEET SUPPLEMENTARY REQUIREMENTS
FOR NOTCH TOUGHNESS (CHARPY TESTING, ZONE *2)

REFER TO SUBSECTION 509.02 OF THE NJDOT STANDARD SPECIFICATIONS FOR ADDITIONAL
REQUIREMENTS.

UPON COMPLETION OF FABRICATION, THE FABRICATOR SHALL PROVIDE A NOTARIZED CERTIFICATION OF
COMPLIANCE AS PER SECTION 106.04 OF THE NJDOT STANDARD SPECIFICATIONS, INCLUDING A LEGIBLE
COPY OF ALL MILL TEST REPORTS FOR MATERIALS INCORPORATED INTO THE WORK.

STEEL ANCHOR BOLTS, NUTS AND WASHERS SHALL CONFORM TO ASTM SPECIFICATION F1554, GRADE 36.
THE ANCHOR BOLTS SHALL BE HOT DIP GALVANIZED AS PER ASTM SPECIFICATION A153, CLASS C.

CHORD SPLICE ASSEMBLY FASTENERS SHALL BE HIGH STRENGTH STEEL CONFORMING TO ASTM
SPECIFICATION A325 AND SHALL BE HOT DIP GALVANIZED AS PER ASTM SPECIFICATION A153, CLASS C.
ALL OTHER FASTENERS SHALL BE STAINLESS STEEL CONFORMING TO ASTM SPECIFICATION A328,

GRADE B8, CLASS 1.

CAPS FOR THE ENDS OF CHORDS AND TOPS OF POSTS SHALL BE STEEL CONFORMING TO ASTM
SPECIFICATION A36 AND SHALL BE HOT DIP GALVANIZED IN ACCORDANCE WITH ASTM
SPECIFICATION A123.

WELDING OF STEEL SHALL BE AS SPECIFIED IN THE CONSTRUCTION SPECIFICATIONS.

AFTER COMPLETE FABRICATION, EACH STEEL SECTION SHALL BE HOT DIP GALVANIZED ACCORDING
TO THE REQUIREMENTS OF ASTM SPECIFICATION A123, AS MODIFIED BY THE CONSTRUCTION
SPECIFICATIONS. A SINGLE DIP GALVANIZING PROCESS IS PREFERRED IF SIZE PERMITS.

IL.__ALUMINUM
ALUMINUM SHALL CONFORM TO THE ASTM SPECIFICATIONS AND ALLOYS LISTED BELOW:

APPLICATION ASTM SPECIFICATION ASTM_ALLOY
ROLLED OR EXTRUDED SHAPES
PLATES

DRAWN SEAMLESS TUBES

EXTRUDED TUBES

B308
B209
B219
B221

6061 - T6
6061 - T6
6061 - T6
6061 - T

WELDING OF ALUMINUM SHALL BE AS SPECIFIED IN THE CONSTRUCTION SPECIFICATIONS.

111, REINFORCEMENT STEEL
ALL REINFORCEMENT STEEL SHALL BE ASTM A615, GRADE 60.
IV, CONCRETE

ALL CONCRETE SHALL BE "CONCRETE IN STRUCTURES, FOOTINGS", UNLESS OTHERWISE SPECIFIED BY
THE DESIGNER.

Y, SIGN LIGHTING

WHEN NECESSARY, AN APPROVED SIGN LIGHTING SYSTEM MAY BE USED AND THE DETAILS OF THE
SYSTEM SHALL BE PROVIDED. NJDOT TRAFFIC SIGNAL AND SAFETY ENGINEERING SHOULD BE CONTACTED
FOR REQUIREMENTS REGARDING THE PROVISION OF SIGN LIGHTING OR REFLECTORIZED SIGN PANELS.

VI MAINTENANCE WALKWAY

THE PROVISION OF MAINTENANCE WALKWAYS IS NOT REQUIRED. THE MAINTENANCE WALKWAY DETAIL
SHEET SHALL BE EXCLUDED FROM SIGN STRUCTURE DRAWINGS WHEN WALKWAY IS NOT PROVIDED. IF
THE WALKWAY IS PROVIDED, ADD THE FOLLOWING TO THE GENERAL NOTES OF THE SIGN STRUCTURE
DRG. CA-D1. "MAINTENANCE WALKWAYS AND LUMINAIRE SUPPORTS SHALL BE ALUMINUM. SIGN HANGERS
SHALL BE ALUMINUM OR STEEL. STEEL SURFACES SHALL BE PREVENTED FROM COMING INTO CONTACT
WITH ALUMINUM SURFACES BY MEANS OF APPROVED PADS OR A PROTECTIVE COATING PLACED BETWEEN
THE DISSIMILAR METALS. PADS SHALL BE STAINLESS STEEL CONFORMING TO ASTM SPECIFICATION
A24@, TYPE 384 OR APPROVED EQUAL."

INSTRUCTIONS FOR DESIGNERS

STEP #1: PREPARE A SIGN SUPPORT LOCATION PLAN AND ELEVATION VIEW FOR EACH STRUCTURE.

STEP #2: ENTER THE SIGN SUPPORT NUMBER AND STATION IN THE SCHEDULE OF STRUCTURES ON
SIGN STRUCTURE DRG. CA-D2 OF THE CONTRACT PLANS.

STEP *#3: DETERMINE THE TRUSS SPAN LENGTH AND HEIGHT OF THE STRUCTURE USING SIGN
STRUCTURE DRG. CA-G2. RECORD THE ACTUAL TRUSS SPAN LENGTH IN THE SCHEDULE OF
STRUCTURES ON SIGN STRUCTURE DRG. CA-D2 OF THE CONTRACT PLANS. ROUND THIS
NUMBER TO THE NEXT HIGHER LISTED SPAN LENGTH. IF THE TRUSS SPAN LENGTH IS OVER
49'-9", PROCEED TO STEP *16.

STEP #4: DETERMINE THE SIGN DESIGN LENGTH USING SIGN STRUCTURE DRG. CA-G2. DIVIDE THE SIGN
DESIGN LENGTH BY THE TRUSS SPAN LENGTH DETERMINED IN STEP #3 TO OBTAIN THE
PERCENT SIGN DESIGN LENGTH. USE THE NEXT HIGHER PERCENT FROM THOSE LISTED (40%,
0%, 107%, OR 80%). IF THE PERCENT IS MORE THAN 8@, PROCEED TO STEP *5.
OTHERWISE, SKIP TO STEP *6.

STEP *5: TO SELECT A STANDARD DESIGN, DIVIDE THE SIGN DESIGN LENGTH BY 88%Z AND ROUND
THIS NUMBER TO THE NEXT HIGHER LISTED SPAN LENGTH. IF THE NUMBER IS LESS THAN
40'-p", RETURN TO STEP *#4. OTHERWISE, PROCEED TO STEP *16.

HAVING OBTAINED THE TRUSS SPAN LENGTH (FROM STEP *3 OR STEP *5) AND THE PERCENT
SIGN DESIGN LENGTH (FROM STEP #4), SELECT THE TRUSS SIZE AND THE TRUSS ELEMENT
SIZES (I.E., CHORDS, DIAGONALS, AND STRUTS) USING THE APPROPRIATE DESIGN TABLES ON
SIGN STRUCTURE DRG. CA-G3. RECORD THE DATA IN THE SCHEDULE OF STRUCTURES ON SIGN
STRUCTURE DRG. CA-D2 OF THE CONTRACT PLANS.

STEP *7:

STEP *8:
STEP #9:

WITH THE HEIGHT OF THE STRUCTURE OBTAINED IN STEP *3 AND USING THE ELEVATION OF THE
BOTTOM OF BASE PLATE, DETERMINE THE ELEVATION OF THE CENTER LINE OF THE TRUSS AND
THE DESIGN HEIGHT OF THE POST. IF THE POST HEIGHT IS MORE THAN 48'-8", SKIP TO
STEP #*16. OTHERWISE, SELECT THE NEXT HIGHER NUMBER FROM THOSE LISTED (25, 3@, OR

4@ FEET). USING THE SAME TABLE USED IN STEP *6, SELECT THE SIZE OF THE POST

(I.E., OUTSIDE DIAMETER AND THICKNESS). RECORD THE DATA IN THE SCHEDULE OF
STRUCTURES ON SIGN STRUCTURE DRG. CA-D2 OF THE CONTRACT DRAWINGS.

CHECK AVAILABILITY OF SHAPES SELECTED IN STEPS *6 AND *T.

USING SOIL TEST AND SOIL BORING INFORMATION, DETERMINE THE ALLOWABLE SOIL PRESSURE
AND THE REQUIRED DEPTH OF FOOTINGS.

STEP *10: DETERMINE THE PEDESTAL HEIGHT. IF THE PEDESTAL HEIGHT IS BETWEEN 4'-@" AND 6'-0°,

PROCEED TO STEP #11. OTHERWISE, SKIP TO STEP #16. THE PREFERRED PEDESTAL HEIGHT OF
4’-g" IS TO BE USED WHENEVER POSSIBLE. WHEN USING A BARRIER PEDESTAL, THE "COVERED"
HEIGHT MUST BE 3’-@". OTHERWISE, SKIP TO STEP * 16

STEP *11: DETERMINE THE REQUIRED FOOTING SIZES USING THE DESIGN TABLE ON SIGN STRUCTURE

DRGS. CA-G3. RECORD THE DATA IN THE SIGN SUPPORT FOUNDATION TABLE ON SIGN
STRUCTURE DRG. CA-D2 OF THE CONTRACT PLANS.

STEP #12: DETERMINE THE REQUIRED FOOTING DESIGN DATA USING SIGN STRUCTURE DRG. CA-GS5. RECORD

THIS DATA IN THE SIGN SUPPORT FOUNDATION TABLE ON SIGN STRUCTURE DRG. CA-D2 OF THE
CONTRACT PLANS. IF THE ALLOWABLE SOIL PRESSURE IS GREATER THAN 2.5 KSF, SKIP TO
STEP *14. OTHERWISE, PROCEED TO STEP #13.

STEP *13: SELECT THE NUMBER OF CAST-IN-PLACE CONCRETE PILES NEEDED TO SUPPORT THE STRUCTURE

USING SIGN STRUCTURE DRG. CA-G5. RECORD THE DATA IN THE SIGN SUPPORT FOUNDATION
TABLE ON SIGN STRUCTURE DRG. CA-D2 OF THE CONTRACT PLANS.

STEP *14: DETERMINE WHETHER A PEDESTAL OR BARRIER PEDESTAL IS TO BE USED FOR THE FOUNDATION.

SELECT ALL PEDESTAL OR BARRIER PEDESTAL DATA FROM SIGN STRUCTURE DRG. CA-G4.
RECORD THE DATA IN THE SIGN SUPPORT FOUNDATION TABLE ON SIGN STRUCTURE DRG. CA-D2
OF THE CONTRACT PLANS.

STEP *15: THE DESIGN OF THE CANTILEVER SIGN SUPPORT STRUCTURE IS COMPLETE. DISREGARD STEP *16

STEP #16: THE PARAMETERS OF THE SIGN SUPPORT STRUCTURE EXCEED THE RESTRICTIONS RELATED

TO THESE STANDARD DESIGN TABLES. DESIGN THE SIGN SUPPORT STRUCTURE ON AN
INDIVIDUAL BASIS.

GENERAL INFORMATION

GENERAL CRITERIA

DESIGN TABLES - STEEL TRUSSES AND STEEL POSTS

PEDESTAL AND BARRIER PEDESTAL DESIGN TABLES AND DETAILS

FOOTING DESIGN TABLES AND DETAILS

THIS PLATE FOR DESIGN INFORMATION ONLY.
DO NOT INCLUDE IN CONTRACT PLANS.

@ SIGN STRUCTURE DRG. CA-G1

NEW JERSEY DEPARTMENT OF TRANSPORTATION
BUREAU OF STRUCTURAL ENGINEERING

CANTILEVER SIGN SUPPORT STANDARDS

GENERAL INFORMATION

SCALE :__ NONE @
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5 £ STEEL TRUSS MEMBERS STEEL POSTS PEDESTALS BARRIER PEDESTALS FOOTINGS £ =
= = -4 4
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(FT)| () (N (s ) (N (N (N (N (N (N | SIZE | AN | s1zE [ an) [ sIzE | any [ sIZE | an) | sIze | (N | sIzE O|(FT)
49 | 8.625x.322 | 2.875x.276 | 8.625x.322 | 3, |14.000x.500|16.000x.500|18.000x.500| 40 | 21-#25 | 42 [ 23-%25 | 44 | 25-%25| 40 | 21-#25 | 42 [ 23-%25| 44 | 25-%25| 11'-6"x8’ | 11'-6"x8’ 12'-6"x8’ |4g
50 | 8.625x.500 | 2.875x.276 | 8.625x.500 | 34 |16.000x.500(16.000x.500(18.000x.500| 42 | 23-%25 | 42 | 25-w25 | 44 | 27-e25| 42 | 23-e25| 42 | 25-%25| 44 | 27-e25| 11'-6'x8’ | 12'-6"x8’ 13'x8’  [s0
20 | 60 | 8.625x.500 | 2.875x.276 | 8.625x.500 | 2% |16.000x.500|18.000x.500/20.000x.500| 42 | 24-925 | 44 [26-#25| 46 [ 29-#25| 42 [ 24-e25| 44 | 26-%25| 46 | 29-s25 | 12'-6"xs’ 13'x8’ 14'x10' |ep|20
70 | 8.625x.500 | 2.875x.276 | 8.625x.500 | 2% [18.000x.50018.000x.500(20.000x.508] 44 | 26-925 | 44 |27-%25 | 46 | 39-%25| 44 | 26-925| 44 | 27-%25| 46 [30-%25| 13'x8’ 13'x9’ 14'x1¢’ |0
80 | 8.625x.500 | 2.875x.276 | 8.625x.500 | 2 [18.000x.500[20.000x.500(22.000x.500 44 | 27-s25 | 46 |30-%25 | 48 | 33-325| 44 | 27-s25| 46 |30-%25| 48 [ 33-s25 13'x9’ 14'x19’ 15‘x10" |8@
40 |12.750x.375 | 3.500x.300 [12.750x.375 | 6 [20.800x.500(20.000x.500(22.000x.500| 46 | 28-225 | 46 [30-#25 | 48 | 33-*25| 46 | 28-325 | 46 [30-#25| 48 [ 33-e25| 13'x9’ 14'x9’ 14'x10’  |4p
50 [12.750x.500 | 4.000x.318 [12.750x.506| 5 [20.000x.500|22.000x.500(24.000x.500] 46 | 20-%25 | 48 | 33-*25 | 50 | 36-325| 46 | 29-#25| 48 | 33-%25| 50 [ 36-s25 | 14'x9’ 14'x10’ 15'x10'-6" |sp
30 | 60 [12.750x.500 | 4.000x.318 [12.750x.506| 4% [22.000x.500|24.000x.500(24.000x.500| 48 | 31-s25 | sp |35-#25 [ 50 | 37-#25| 48 | 31-#25| 50 | 35-#25| 50 | 37-e25| 14'x10' | 15'x10'-6" [16'-6"x10"-6"( 60|30
70 [12.750x.500 | 4.000x.318 [12.750x.500| 4% |22.000x.500|24.000x.500(26.000x.500| 48 | 31-#25 | 58 |36-%25 | 52 | 41-%25| 48 | 31-e25| s | 36-%25| 52 | a1-e25| 15'x10" [15'-6"x10'-6"[16'-6"x11'-6"| 70
80 [12.750x.500 | 4.000x.318 [12.750x.500 | 31, |24.000x.500(26.000x.500|26.000x.625] 50 | 34-#25 | 52 | 39-#25 | 52 | 42-%25| 50 | 34-e25 | 52 | 39-w25| 52 [ 42-s25] 15'x10'-6" 16"-6"x10"-6"[17"-6"x11"-6"| 80
49 [18.900x.375| 5.563x.375 [18.000x.375| 8 [24.909x.500|26.000x.500|26.000x.625| 50 | 3p-+25 | 52 |35-%25 | 52 | 37-%25| 58 |3p-+25 | 52 | 35-%25 | 52 | 37-#25 | 15'x18'-6" [16'-6"x10-6"[16"-6"x11'-6"[ 40
50 |18.000x.500 | 5.563x.375 |18.900x.508| 9 |26.000x.500|26.000x.625(26.000x.625| 52 | 33-#25 [ 52 | 35-%25 | 52 | 37-%25| 52 [ 33-#25| 52 | 35-%25 | 52 | 37-*25 |16”-6"x11'-6"|16'-6"x11'-6"| 17'x12'-6" |50
40 | 60 |18.000x.500| 5.563x.375 (18.8008x.500| 1), |26.000x.625(26.000x.625|26.000x.750| 52 | 33-#25 | 52 | 35-#25 | 52 | 38-#25| 52 | 33-#25 | 52 | 35-#25 | 52 | 38-#25 |16'-6"x11'-6"| 17'x12'-6" | 18'x12'-6" |60|40
70 [18.000x.500| 5.563x.375 [18.000x.508| 7, |26.000x.625|26.000x.750(26.000x.750] 52 | 33-#25 | 52 | 35-%25 | 52 | 38-%25| 52 | 33-#.25| 52 | 35-%25| 52 | 38-e25| 17'x11'-6" | 17'x12-6" 18'x13’ |78
80 [18.000x.500| 5.563x.375 |18.000x.500| 6% |26.000x.625|26.000x.750(26.000x.875| 52 | 33-#25 | 52 | 37-*25 | 52 | 4p-s25| 52 | 33-e25 | 52 | 37-%25 | 52 | 4g-s25 | 17'x12'-6" | 18'x12’-6" 19'x13’ 8@
NOTE: % SIGN LENGTH = SIGN DESION LENGTH , 145
STEEL STUBS (FOR DETAILS, SEE
SIGN STRUCTURE DRG. CA-D4)
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PID— ¢ POST AND ¢ TRUSS

TOP OF PEDESTAL —— |
BARRIER PEDESTAL REINFORCEMENT o (e é.—- 3
2 o8 r |
BA?gil’ER ‘g__'— VERTICAL BARS SPIRAL BARS STANDARD BARRIER REBARS 5 EIE E.—: P-1 BARS
2 2% = -
DIMENSION | CONC TYPE "P-1" TYPE "P-2" *16 BAR, TYPE "B-1" | *16 BAR, TYPE 'B-2" | #16 BAR, TYPE "B-3" |WEIGHT 2 i3 —1 P-2 BARS
f —] "
BWT WEIGHT sD WEIGHT TOTAL [WEIGHT | D | C WEIGHT| E | F WEIGHT | TOTAL & e N —— —=——3 COVER
No. No. No. --| —] o
an |y | STEE [ A |LENSTH] gy | STZE |y |LENCTH [T ) |LENGTHINO | enerh| wes) | aw [aw [“EVCTH|™| ies) |am [ [MENCTH| M| s | wss) & e == TO P-1 BARS
49 4.5 | *25 [2'-4" 9'- 9"| 25.8 | e13 [ 3¢ |259'-9" 173.5 | 8'-0" | 16 |80'-0"| 83.4 | 34 [12 [ 4’-8"| 4 | 19.5 | 54 [ 32| 9'-8" |12 | 121.0 | 223.9 % | % PD
42 4.8 | %25 [o'-47 o'~ 9*[ 25.8 | #13 | 38 [274’-2 183.2 | 8'-0" | 10 | 80'-0"| 83.4 | 36 [ 12 | 4'-10"[ 4 | 20.2 | 56 | 33| 10'-"[ 12 [ 125.2 | 228.8 ~ : 1
44 5.2 | *25 [2'-4 9'- 9"| 25.8 | *13 | 49 | 288'-7"| 192.8 | 8'-0" | 10 | 8@'-0"| 83.4 | 38 (12 | 5'-p" [ 4 | 26.9 | 58 | 34 | 19'-4"[12 | 129.3 [ 233.6 ! |_
46 5.5 25 [2'-4" 9'- 9"| 25.8 | *13 | 42 |303'-0"| 202.4 | 8'-0" | 16 |80'-0"| 83.4 | 40 [ 12 [ 5'-2"| 4 | 21.6 | 60 | 35| 19’-8"| 12 | 133.5 | 238.5 SECTION F-F 5" cL
_a" q/_ q¥ 7 _n| 1_oxn ’_pm 1_pn 1_xn -
48 5.9 | %25 [2'-4l5'- o' 258 | 13 | 44 | 376 2121 80" | 12 [06'0"| 100.1 | 42|12 | 54| 5 [ 216 | 62 | 36| u-p*] 12 | 157.7 | 265.6 SHEAR KEY [— € POST AND ¢ TRUSS
50 6.3 | *25 [2'-4% o'~ 9'[ 25.8 | 13 [ 4¢ [331'-1" 221.7 | 8’0" | 12 | 96'-0"| 100.1 | 44 [12 | 56" |5 | 28.7 | 64 | 37| 11'-4"[12 | 141.9 | 270.7 \ |
52 6.7 | %25 [o'-47 o'- 9*[ 25.8 | w16 | 48 |346™-4" 361.2| 8’0" | 12 | 96'-0"]| 100.1] 46 [ 12 | 5'-8" [ 5 | 29.6 | 66 | 38| 11'-8"[ 12 [ 146.0 | 275.7 .
o P-1 BAR
3¢ / [ (TYP) =
Fogs 1| ¢
PEDESTAL REINFORCEMENT BAR SHAPES o _ .
L —_— o o =
1 [’
peoesta | YO8 | VERTICAL BARS SPIRAL BARS D E ! = *
oF E—— | I 3
DIAMETER | .o\ TYPE "P-1" TYPE "p-2" |7 cqa \c F F Qlﬂ\ < =
S
)
PD size | a lienoT | YESSHT| size | SP [Lencw [WETGHT TYPE "B-1" *TYPE "B-2" TYPE "B-3" P-2 BARS /zIPD
N (€.Y.) (LBS) an (LBS) e L= e —_— NOTES:
40 1.8 | s25 [2'-4"9'-7%" 25.7 | #13 | 36 |259’-9"| 173.5 -7 -
42 2.1 | =25 [2'-4"|9'-7%"| 25.7 | *13 | 38 [274'-2"| 183.2 I E[ Ilg? % FL % FL 1. FOR GENERAL NOTES, SEE SIGN STRUCTURE DRG. CA-G1.
L5 o befwn] sor | o | foevarfamed : = A e R g
46 2.5 | =25 [2'-4"|9'-71%"| 25.7 | %13 | 42 |303'-0"|202.4 1'-4 PEDESTAL C , [
2l %. o -5 BARRIER s DRG. CA-G3.
48 2.6 *25 2°-4"(9 '7% 25.7 *13 44 | 317'-6 212.1 TYPE “P 1“ PEDESTAL Y M M *TYPE "B-2" BARS TIE WITH PLAN
50 | 29 | o5 paforaw] 25.7 | e | 46 [sor-u| zanT IYPE P-1 TYPE P2 TYPE 'B-1" BARS PEDESTAL DETAILS B T CORROCIoN FROTECTED.> AND BARRIER PEDESTALS
52 3.1 225 [2-4"\9'-754"| 25.7 | %16 | 48 |346"-4"| 361.2
% 4. EXPOSED CONCRETE EDGES SHALL BE CHAMFERED 1"x1"
UNLESS NOTED OTHERWISE.
- > GRAWING. OR AUTHORIZED BY THE ENGINEER. WHEN SPLICING
POST AND ¢ FOOTING POST AND ¢ TRUSS .
g SHEAR KEY € POST AND € TRUSS ¢ : ¢ I_Q € IS APPROVED, THE REINFORCEMENT BARS SHALL BE LAPPED
= \ 9 o FOR A LENGTH OF AT LEAST 36 DIAMETERS (48 DIAMETERS
8 B-2 BARS BWT+1'-6 FOR SPIRAL BARS) AND SHALL BE SECURELY WIRED TOGETHER.
4 \ TOP OF BARRIER
o \ el | PEDESTAL 6. LENGTH OF BARS SHOWN IN TABLE ALREADY CONSIDER
2 B-1BARS P-1 BAR —|—| . B8-3 BARS—| BENDS. DIMENSIONS DESCRIBED IN BAR SHAPES TABLE
2 TYP) . '\ ' 2" cL ARE OUT-TO-OUT OF BAR.
= = \\ R=18" (TYP) 2 (TYP) P-1 BAR
g i B-2 BARS == BLOAR P-2 BARS 7. CONCRETE VOLUMES SHOWN IN TABLE ARE FOR A 6'-g"
D © &S N ﬁ D W — [ —— ] 3" COVER HIGH PEDESTAL OR 6'-8" HIGH BARRIER PEDESTAL.
o ~ N — - T30 51 8a5 —— B-3 BAR
L £ R = .o ——| A 8-3 BARS — FH—1 o o (TYP) 8. LENGTH OF B-1, P-1 AND P-2 BARS SHOWN IN TABLE ARE FOR
= a5 {5 1) =__] ! il F——T| Lo — :é ; A 6'-0" HIGH PEDESTAL OR 6'-@" HIGH BARRIER PEDESTAL.
X K H E: — 1+ -
& L—|Ja\1 f “ % —— — | [~ B3 BARS - = P-2 BARS w® 9. WEIGHT SHOWN IN TABLE FOR P-1 BARS IS FOR ONE BAR
E ra == RS N ___1’—— =N N ———— - ONLY.
:é h yi < r —— - —' - - . _ ;
. - THIS PLATE FOR DESIGN INFORMATION ONLY.
% / Vo] \ \— P-2 BARS ks E J | \,\ ! E ! B-1 BARS z e — DO NOT INCLUDE IN CONTRACT PLANS.
o ~ P S I N S L O TO B-1 BARS
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e R NI
SPREAD FOOTINGS PILE FOOTINGS FOOTING REINFORCEMENT | & TRUSS PEDESTAL &
SIZE CONCRETE| EXCAV*® |CONCRETE| EXCAV**No. OF PILES TOTAL I ) 1
FLXFW | VOLUME | VOLUME | VOLUME | VOLUME | 1IN Row |TOTAL No. AND SIZE OF BARS WEIGHT | | [ PEDESTAL ALTERNATE | \| —PEDESTAL ALTERNATE
U I ' I |—BARRIER PEDESTAL I BARRIER PEDESTAL
(€Yo | €.ya | «€.ya | c.yo |LONG [TRANS| No. | FLB FWB FLT FWT (LBS) I [ I ALTERNATE I L I ALTERNATE
11'-6"X8’ 6.8 33.3 8.5 3.4 | 4 | 3 [ 12 [ 10%6 | 86 | 6216 | 8016 [ 3175 : FWT _BARS : : FLT BARS !
12'-6"X8’ 7.4 36.0 9.3 38.2 4 | 3 [ 12 | 13216 | 9-#16 | 6-#16 | 9-%16 385.2 | 1BWT OR | 2 I
13'xs’ 7.7 31.3 9.6 39.6 4 | 3 [ 12 | 19-%9 [ 9-m6 6-*19 | 9-%16 455.3 1 |%PD]| | ™ I
13°X9’ 8.7 41.5 16.8 44.1 4 [ 3 | 12 | 1219 [ 9me | 7-%19 | 916 528.2 L —— L
7 ] . - - s 1 -
14'x9 9.3 44.4 11.7 41.2 4 [ 3| 12 | 14%9 | 1516 | 7-w19 | 18-%16 616.7 "N ap | ap n A h(
14'X10’ 16.4 48.9 13.0 51.9 4 | 3 | 12 | 15%19 | 18-%16 | 7-*%19 | 19-%16 | 648.4 +h Th  #h T o
15'X19° 1.1 52.1 13.9 55.3 4 3 | 12 17-#19 | 1-*16 | 7-%19 [ 11-¢16 738.6 | B J:5il | 3
15'X10'-6" 1.7 54,5 14.6 57.9 4 | 4 | 16 | 19-%19 [ 14-%16 | s-e19 | 11-%16 854.7 T T T /12" pI1A PILES : 12" DIA PILES
15-6"x10'-6" | 12.1 | 56.2 51 | 597 | 4 [ 4| 16 | 15-#22 | 1119 | se22 | 11-e19 | 1,058.7 | ud Ll
16’-6""X10'-6"| 12.8 59.6 15.3 63.3 4 4 | 16 | 17-%22 | 12-%19 | s-#22 | 12-%19 | 1194.9 | EQUAL SPACES | | EQUAL SPACES |
16'-6"X11'-6" | 14.1 64.8 17.6 8.8 4 | 4| 16 | 19%22 | 13219 | s-e22 [ 12-%19 [ 13¢6.8 FWB BARS FLB BARS
17'X11'-6" 14.5 66.7 18.1 10.8 4 4 | 16 | 17-%25 | 13-%19 | B-#25 | 12-%19 | 1,546.5 I 1 f
17'X12'-6" 15.7 12.8 19.7 6.5 4 [ 4 | 16 | 18-%25 | 15-#¢19 | 9-#25 | 12-+19 | 1,703.5 SECTION D-D SECTION E-E
18'X12'-6" 16.7 76.0 20.8 80.7 4 | 4| 16 | 20-%25 | 15-%19 | g-#25 | 1319 | 1,875.3 NOTES:
18°X13° 17.3 78.8 21.7 83.7 4 4 | 16 | 20-%25 | 17-%19 | 9-#25 | 13-s19 | 1,948.2 E<'| I FOR GENERAL NOTES. SEE SIGN STRUCTURE DRG. CA-GL
19'X13’ 18.3 83.9 22.9 88.1 5 | 4 | 20 | 22-%25 [ 17-#19 | g-e25 | 13-%19 | 2,110.7 1/-3" Q POST AND 3oL . , . .
+ SPREAD FOOTING EXCAVATION VOLUME BASED ON 8'-g" TYP TRUSS (TYP) 2. FOR FOOTING DIMENSIONS, SEE DESIGN TABLES ON SIGN
TOTAL DEPTH OF EXCAVATION ¢ POST AND € POST AND STRUCTURE DRG. CA-G3.
. € FOOTING
. ‘g TRUSS 3. BARS SHALL NOT BE SPLICED EXCEPT AS PROVIDED ON
PULE TOOTING EXCAVATION oro-UME BASED ON 8'-6 o c & FINISHED EXISTING -44-9- -é:E- | -QE- -é:P- e —r THIS DRAWING OR AUTHORIZED BY THE ENGINEER.
Zo ' <2 WHEN SPLICING IS APPROVED, THE REINFORCEMENT BARS
e e e B 1 svean ey — | T R I A
wo : u .
oo ! el =
. aw ! . - D 'Y D
LEGEND: oo | ~ | — 2 oL } el - 4. PILES SHALL BE CAST-IN-PLACE CONCRETE PILES WITH
FL 1t FOOTING LENGTH | | ~ v | - Q = 33 |l ¢ :E_ o _(f_ o (:E_ o _(:E_ 1 S ! A MINIMUM BEARING CAPACITY EQUAL TO 5@ KSI.
FW 't FOOTING WIDTH 1 — T-711T7 2’0" - o | 5 5. PILE DESIGN SHALL CONFORM TO AASHTO SPECIFICATIONS
FLB : No. AND SIZE OF BOTTOM BARS IN DIRECTION FL \ . S—7 MIN I | ' = FOR THE SEISMIC DESIGN OF HIGHWAY BRIDGES, SEISMIC
FWB : No. AND SIZE OF BOTTOM BARS IN DIRECTION FW 6 (ayp | | I | -l -l— J_ _ I > PERFORMANCE CATEGORY B, SUBSECTION 6.3.1(C).
FLT : No. AND SIZE OF TOP BARS IN DIRECTION FL s | I X I ! 6. THE CASING OF THE CAST-IN-PLACE CONCRETE PILES
FWT ¢ No. AND SIZE OF TOP BARS IN DIRECTION FW — — J\ . € I 1’:]} — SHALL BE LEFT IN PLACE AND SHALL BE DESIGNED T0
1 -
PD : PEDESTAL DIAMETER c <J LIMITS OF PAYMENT / THE THICKNESS OF THE CASING SHALL BE NOT LESS
BWT : BARRIER WIDTH AT TOP FOOTING FOR "FOUNDATION I THAN¥6".
PEDESTAL —— EXCAVATION I—K—BﬂG—LﬂLﬁ—l : 0 7. THE LONGITUDINAL REINFORCING STEEL OF THE CAST-IN-
PLACE CONCRETE PILES SHALL BE A MINIMUM OF 6-%16
PLAN SECTION C-C EWT _BARS BARS AND SHALL EXTEND THROUGH THE UPPER THIRD OF
5 oo ETALS e Els e e T T R S
G »
~— ¢ POST AND FOOTI_NG EXCAVATION DETAILS FL HOOKS AS SHOWN.
SHEAR KEY € TRUSS W) E _J 8. THE SPIRAL REINFORCING FOR THE CAST-IN-PLACE
¢ POST AND € POST AND PLAN CONCRETE PILES SHALL BE #13 BARS AND SHALL
X & TRUSS OR BARRIER € FOOTING AN EXTEND THROUGH THE UPPER THIRD OF THE PILE OR
X 2o PEDESTAL PILE FOOTING DETAILS 15'-" DOWN FROM THE TOP OF THE CASING.
4 1 1
| =E 9. ALTERNATE FOUNDATION DESIGNS MAY BE CONSIDERED BY THE
oo [ .
' | }—PeDESTAL ALTERNATE | PEDESTAL ALTERNATE DESIGNER WHERE APPROPRIATE. LOADS FOR THE DESIGN OF
| ou | | | NON-STANDARD FOUNDATIONS ARE AVAILABLE FROM THE
A gle i‘-" A | i | —Rﬂgﬁ: TFEEDESTAL i %¥gﬁ§ TFEEDESTAL BUREAU OF STRUCTURAL ENGINEERING.
A £ I I
= 3 J} — — - —_ S O
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GENERAL NOTES

DESIGN SPECIFICATIONS

1996 AASHTO STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGES (16TH EDITION) AS MODIFIED BY
SECTION 3 AND SECTION 32 OF THE CURRENT NJDOT DESIGN MANUAL - BRIDGES AND STRUCTURES,
AND 1994 AASHTO STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS,
LUMINAIRES AND TRAFFIC SIGNALS.

DESIGN LOADS

DESIGN WIND VELOCITY 80 MPH
DESIGN ICE LOAD 3 PSF

SEISMIC LOADS FOR SEISMIC PERFORMANCE CATEGORY (SPC)B, A=@.18, SOIL PROFILE IV
(REF. 1996 AASHTO, DIVISION 1A).

EATIGUE LOADS

ALL STRUCTURAL DETAILS HAVE BEEN DESIGNED FOR FATIGUE RESISTANCE UNDER THE FOLLOWING
FATIGUE LOADS:

1) NATURAL WIND GUSTS: Pnw = 5.2Cd (PSF),
WHERE Cd IS THE DRAG COEFFICIENT SPECIFIED IN SECTION 1.2.5 OF THE 1994 STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES, AND TRAFFIC
SIGNALS. NATURAL WIND GUST PRESSURE RANGE APPLIED IN THE HORIZONTAL DIRECTION TO
THE AREA PROJECTED ON A VERTICAL PLANE OF ALL SUPPORT STRUCTURE MEMBERS, SIGN
PANELS AND WALKWAYS.

2) TRUCK-INDUCED GUSTS: Ptg = 36.6Cd (PSF),
WHERE Cd IS THE DRAG COEFFICIENT SPECIFIED IN SECTION 1.2.5 OF THE 1994 STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES, AND TRAFFIC
SIGNALS. TRUCK GUST PRESSURE RANGE APPLIED IN THE UPWARD VERTICAL DIRECTION ALONG
THE FULL LENGTH OF THE TRUSS SPAN TO THE AREA PROJECTED ON A HORIZONTAL PLANE OF
ALL SUPPORT STRUCTURE MEMBERS, SIGN PANELS, AND WALKWAYS.

VARIABLE MESSAGE SIGN (VMS) STRUCTURES

REFER TO SECTION 32 OF THE NJDOT DESIGN MANUAL - BRIDGES AND STRUCTURES WHEN
FURNISHING SUPPORT STRUCTURES FOR VARIABLE MESSAGE SIGNS (VMS).

CONCRETE DESIGN STRESSES

SPECIFIED COMPRESSIVE STRENGTH () (CLASS B) ----
EXTREME FIBER COMPRESSIVE STRESS (f¢) —---—-===--—-

REINFORCEMENT STEEL DESIGN STRESS
TENSILE STRESS (fs) (A615, GRADE 68!
STRUCTURAL STEEL DESIGN STRENGTHS

YIELD STRENGTH (Fy)
PIPES (AS3, TYPE S OR TYPE E, GRADE B) --—— 35 KSI (MIN.)

=-=- 51 KSI (MAX.)
EQUNDATIONS

MAXIMUM FOUNDATION BEARING PRESSURE ---- 2.5 KSF
FOOTINGS ARE DESIGNED SUCH THAT A MINIMUM OF 75 PERCENT OF THE FOOTING IS ALWAYS
IN CONTACT; A MAXIMUM OF 25 PERCENT OF THE FOOTING IS IN UPLIFT.

3,000 PSI
1,200 PSI

24 KSI

BEARING PILES SHALL BE CAST-IN-PLACE CONCRETE PILES WITH A MINIMUM BEARING CAPACITY
EQUAL TO S@ KIPS.

CAMBER
PERMANENT CAMBER EQUAL TO L/1099 HAS BEEN PROVIDED IN ADDITION TO THE DEAD LOAD CAMBER.
B. MATERIALS

L. STEEL

STEEL PIPE SHALL BE CERTIFIED BY MILL TEST REPORT TO MEET ASTM SPECIFICATION AS3, TYPE E
OR S, GRADE B WITH THE EXCEPTION THAT API SL, GRADE B MAY BE USED WHEN THE SPECIFIED
WALL THICKNESS IS GREATER THAN %". ONLY ELECTRICAL RESISTANCE WELDED (ERW)

MANUFACTURED SINGLE SEAM PIPE IS PERMITTED. HOWEVER, WHEN THE REQUIRED PIPE SIZE IS
GREATER THAN 24", DOUBLE SEAM PIPE MAY BE USED. A MILL TEST REPORT MUST BE PROVIDED,
CERTIFIED AND SIGNED BY THE PIPE MANUFACTURER, CONTAINING PHYSICAL AND CHEMICAL
PROPERTIES AND THE MANUFACTURING PROCESS USED TO PRODUCE THE PIPE.

ALL OTHER STEEL SHALL CONFORM TO ASTM SPECIFICATION A36 GRADE 36 OR AASHTO M270

GRADE 5@ (ASTM A7@9). ALL THIS SPECIFICATION STEEL SHALL MEET SUPPLEMENTARY REQUIREMENTS

FOR NOTCH TOUGHNESS (CHARPY TESTING, ZONE *2)

REFER TO SUBSECTION 5@9.82 OF THE NJDOT STANDARD SPECIFICATIONS FOR ADDITIONAL
REQUIREMENTS.

STEEL ANCHOR BOLTS, NUTS AND WASHERS SHALL CONFORM TO ASTM SPECIFICATION F1554, GRADE 36.
THE ANCHOR BOLTS SHALL BE HOT DIP GALVANIZED AS PER ASTM SPECIFICATION A153, CLASS C.

CHORD SPLICE ASSEMBLY FASTENERS SHALL BE HIGH STRENGTH STEEL CONFORMING TO ASTM
SPECIFICATION A325 AND SHALL BE HOT DIP GALVANIZED AS PER ASTM SPECIFICATION A153, CLASS C.
ALL OTHER FASTENERS SHALL BE STAINLESS STEEL CONFORMING TO ASTM SPECIFICATION A324,

GRADE B8, CLASS 1.

CAPS FOR THE ENDS OF CHORDS AND TOPS OF POSTS SHALL BE STEEL CONFORMING TO ASTM
SPECIFICATION A36 AND SHALL BE HOT DIP GALVANIZED IN ACCORDANCE WITH ASTM
SPECIFICATION A123.

WELDING OF STEEL SHALL BE AS SPECIFIED IN THE CONSTRUCTION SPECIFICATIONS.

AFTER COMPLETE FABRICATION, EACH STEEL SECTION SHALL BE HOT DIP GALVANIZED ACCORDING
TO THE REQUIREMENTS OF ASTM SPECIFICATION A123, AS MODIFIED BY THE CONSTRUCTION
SPECIFICATIONS. A SINGLE DIP GALVANIZING PROCESS IS PREFERRED IF SIZE PERMITS.

IL.__ALUMINUM
ALUMINUM SHALL CONFORM TO THE ASTM SPECIFICATIONS AND ALLOYS LISTED BELOW:

APPLICATION ASTM SPECIFICATION  ASTM ALLOY
ROLLED OR EXTRUDED SHAPES B308 6061 - T6
PLATES B209 6061 - T6
DRAWN SEAMLESS TUBES B210 6061 - T6
EXTRUDED TUBES B221 6061 - T6

WELDING OF ALUMINUM SHALL BE AS SPECIFIED IN THE CONSTRUCTION SPECIFICATIONS.

THE SIGN PANEL SHALL BE INSTALLED LEVEL. THE CONTRACTOR SHALL FIELD DRILL THE SIGN
SUPPORTS AS REQUIRED TO ACHIEVE THIS.

III, REINFORCEMENT STEEL
ALL REINFORCEMENT STEEL SHALL BE ASTM A615, GRADE 60.
IV. CONCRETE

ALL CONCRETE SHALL BE "CONCRETE IN STRUCTURES, FOOTINGS", UNLESS OTHERWISE SPECIFIED BY
THE DESIGNER.

INDEX OF DRAWINGS

DRG. NO. DESCRIPTION
CA-D1 GENERAL NOTES AND ELEVATION
CA-D2 STRUCTURE AND FOUNDATION SCHEDULES
CA-D3 FOUNDATION DETAILS
CA-D4 TRUSS AND POST DETAILS - SHEET 1
CA-DS TRUSS AND POST DETAILS - SHEET 2
CA-D6 POST BASE AND FOUNDATION DETAILS
CA-D7 MAINTENANCE WALKWAY DETAILS
CA-D8 TYPICAL ELECTRICAL DETAILS

@ SIGN STRUCTURE DRG. CA-D1

NEW JERSEY DEPARTMENT OF TRANSPORTATION
BUREAU OF STRUCTURAL ENGINEERING

CANTILEVER SIGN SUPPORT STRUCTURES
GENERAL NOTES AND ELEVATION
ROUTE: SECTION:

UPON COMPLETION OF FABRICATION, THE FABRICATOR SHALL PROVIDE A NOTARIZED CERTIFICATION OF
COMPLIANCE AS PER SECTION 106.04 OF THE NJDOT STANDARD SPECIFICATIONS, INCLUDING A LEGIBLE
COPY OF ALL MILL TEST REPORTS FOR MATERIALS INCORPORATED INTO THE WORK.

SCALE 1__ NONE @
() ()

BRIDGE



CANTILEVER SIGN SUPPORTS - SCHEDULE OF STRUCTURES =

SIGN SUPPORTS ELEVATIONS PANEL STEEL TRUSS STEEL POST
STRUCTURE BOTTOM OF | SPAN | WIDTH |  CHORDS STRUTS | STEEL STUBS|CAMBER| H=25FT | H=30 FT | H=48 FT
GO Nos. STATION € TRUSS LENGTH| PW | 0.D.XTHICK | 0.D.xTHICK | 0.D.xTHICK 0.D.XTHICK | 0.D.XTHICK | 0.D.xTHICK
No. BASE PLATE | 1) | (FD (IN) (IN) (N (N (N (IN) (N

NOTE:

ALL ELEVATIONS SHALL BE VERIFIED IN THE FIELD
PRIOR TO FABRICATION AND CONSTRUCTION.

CANTILEVER SIGN SUPPORTS - SCHEDULE OF FOUNDATIONS
FOOTING PEDESTAL BARRIER PEDESTAL TOTAL
VOLUME No. OF REINFORCING BARS VERT REBARS |SPIRAL REBARS WT OF] VERT REBARS|SPIRAL REBARS STANDARD BARRIER REBARS WT OF | WT OF | TOTAL
ELEV PILES wT ELEV COR. ELEV COR. | COR. |WEIGHT | TOTAL
BOT | CONCRETE |EXCAVATION| IN ROW No. & SIZE OF ToP | voL | TYPE "P-1" | TYPE "P-2" |pROT. BAR- | ToP | voL [TYPE "P-1"( TYPE "P-2" [TYPE "B-1" TYPE "B-2" TYPE "B-3" PROT. | PROT. |OF ALL |VOLUME
SIZE OF wIiTH | w/0 |wiTH | w/0 PILE RE- | SIZE | PED OF OF RE- | SIZE |RIER | OF OF RE- RE- REBAR OF
STRUCTURE | FLxFW | FTG |pILES[PILES|PILES|PILES LGTH BARS| PD | HT | PED |CONC|No. & A |LGTH|No. &| SD |LGTH|BARS | BWT | HT [BARR|CONC|No. &|LGTH|No. &| SD |LGTH[No. &LGTH[No. & D | ¢ LGTH|No. & E | F LGTH| BARS | BARS | TYPES | CONC
No. N | FD |cc.yafec.yafe.volic.yo *x* | "y* |¢FT)| FLB [ FwB | FLT | FwT [wBS)| an | ¢ D | (FD ey s1zE SIZE | (IN) wes) | ¢ | FD | FD) Jec.v0)| SIZE SIZE | (IN) SIZE SIZE | aN) [(IN) SIZE | (N | (IN) (LBS) | BS) | wes) | (c.y.)
==
3 @ SIGN STRUCTURE DRG. CA-D2
o
) E PEDESTAL NEW JERSEY DEPARTMENT OF TRANSPORTATION
- D E | 1— 3 HEIGHT-2 BUREAU OF STRUCTURAL ENGINEERING
. c F F
e pasin sl ] G0 A | JpenesTaL verau] | s | CANTILEVER SIGN SUPPORT STRUCTURES
S| | ce o. STRUCTURE AND FOUNDATION SCHEDULES
4 DES. [ ] - [ ] L ] - L ] L ] - L ] L] — L ] n - L ]
I:. ax. TYPE "B-1 TYPE "B-2 TYPE "B-3 TYPE _"P-1 TYPE "P-2 ROUTE : SECTION:
.
EST. CHK.
BY BY
Jlrecs. REBAR _ SHAPES
e - SCALE 1__ NONE @
N CHARGE OF BRIDGE )



€ POST AND & TRUSS -§ POST_aND L€ POST AND & FOOTING L& POST AND & FOOTING e
—_ 1 1 PEDESTAL ALTERNATE TRUSS TOP OF PEDESTAL LIMITS OF PAYMENT FOR I
o £ £ FL 4 FL OR BARRIER PEDESTAL PEDESTAL ALTERNATE FOUNDATION EXCAVATION™\ H <|-|
= I 3 L L TERNATE S TA | — —  —|_—FOOTING
sl » —I'_(TYP) E-l (TYP) \ T ] i /—%%m PEDESTAL . - I L
@ - | | % } - |
; PEDESTAL
o , Fwt e lev eans 2(8
< $ D> : o 1 1 8 I | e INSIDE_FACE OF
= @ | | e = ] TEMPORARY SHEETING
n | b L | UPPER PAY LIMIT |
8| SHEAR KEY < — — _UPPER PAY LIMIT ofe
= A ' gl @ 2'-g" x I = i TF I : FOR PILE LENGTH" \G —IF - G}§
o 4 {P_ _d} m? _€F\ A_4 5 2 = np ap_ ' np 1 i . | |
I - -— -1 [ 1— = T T
» 2l o =HEF=H—F i — :
: | iE J 0 00w oE (0 eom LT I emg e
[T e [] "
A D | < | —= g + 4 + ; ; L : L I ' (AS REQUIRED)
’ - | ) ~ B —_1 ] — 1
EQUAL_SPACES _J
B EQUAL_SPACES FLB BARS H € POST AND
* PILES REQUIRED ONLY PLAN € TRUSS
* IF SCHEDULED AS FWB BARS ELAN EXISTING
'X" ROWS OF PILES A CONTRACT PAY ITEM. i EXISTING EINISHED GROUND LD
FWT & FWB BARS fL LINE (1:2) MAX G FOOTING | OROUND GROUND LINE
FL SECTION _A-A SECTION B-B
SECTION A-A - x|,
- 1 xt
PLAN % — — . = Eu 5%
cm FOOTING N s K ol Eslgy
PUVLINS 3 5
g L€ POST AND € TRUSS 1 g i
5 B-2 BARS_ C FOOTING [ —— L — W
2| sHear key __P-1BAR | ' i o I~ g
- \ [<B-LBABS,, {TYP) o BT . LIMITS OF PAYMENT FOR ! LIMITS OF L
[=] L] ]
N\ | -1 TOP OF BARRIER FOUNDATION EXCAVATION PAYMENT FOR
E 5 E = '\ ———B-2 BARS  PEDESTAL ¢ po SECTION G-G "TEMPORARY SECTION H-H
= Nl / « = T 1 . FOST AND SHEETING'
D § | . = - D o J R=18" (TYP) € TRUSS
- N =
o 2 T . © B-3 BARS TEMPORARY SHEETING AND EXCAVATION DETAILS
g I T4 . = EFN\! TEMPORARY SHEETING AND EXCAVATION DETAILS
™ | @ i $ = ] L
& /pwu = o r o ® o ] B-3 BARS_* EEE ] - P-2 BARS NOTES:
p-2 Bars{—" /| AN g E ™ BARS /=g WB18ARS E  g3aars b || s cover 1 1. WHEN TEMPORARY SHEETING IS REQUIRED, H IS 3'-8"
% e = SPREAD = JIT T\ . H :i TO B-1 BARS o WHEN ADJACENT TO PEDESTRIAN OR VEHICULAR TRAFFIC
— FOOTING g | > = P-2 BARS S Br18AR AND 1'-g" MINIMUM FOR ALL OTHER CONDITIONS.
BT+’ 6" @ SHOWN = ' s HooOT 2. PAYMENT LIMITS FOR TEMPORARY SHEETING SHALL BE
$ p-1 . = B-3 BAR MEASURED FROM THE FINISHED GRADE LINE OR FROM
% R | wen N § ‘BARS ' i ® TYP) THE EXISTING GROUND LINE, WHICHEVER IS LOWER.
J 3 BWT+1'-6" ! _. . 3. EXPOSED CONCRETE EDGES SHALL BE CHAMFERED 1°X1"
FL p-1 o BNT+ -7 g SOVER UNLESS NOTED OTHERWISE.
o SECTION C-C BARS o — 4. BARS SHALL NOT BE SPLICED EXCEPT AS PROVIDED ON THIS
c SO P Wi o X P e
- . c
PLAN SECTION D-D SECTION E-E FOR A LENGTH OF AT LEAST 36 DIAMETERS (48 DIAMETERS
BARRIER PEDESTAL FOR SPIRAL BARS) AND SHALL BE SECURELY WIRED TOGETHER.
5. FOR DETAILS OF CAST-IN-PLACE CONCRETE PILES, SEE
£ POST AND € TRUSS | € POST AND € TRUSS SIGN STRUCTURE DRG. CA-DS.
SHEAR KEY P-1 BAR TOP_OF 6. ALL REINFORCEMENT IN PEDESTALS AND BARRIER PEDESTALS
\ TP PEDESTAL \ SHALL BE CORROSION PROTECTED.
[=]
3e 5' I'_‘IP.D
=IE = ~, ]
wl|lo ™
gg -~ Fooo == 2
o o 4 fo P {EEZ PiE SIGN STRUCTURE DRG. CA-D3
-—1- [—F . E—— P-1BaRs Qi .
= giE
o ?51 =§"‘=: -2 BARS & NEW JERSEY DEPARTMENT OF TRANSPORTATION
- | 'I SPREAD BUREAU OF STRUCTURAL ENGINEERING
J| 4 FOOTING
I SHOWN CANTILEVER SIGN SUPPORT STRUCTURES
% PD s B FOUNDATION DETAILS
% FL % FL “ o ROUTE : SECTION:
fL SECTION F-F
PLAN
=A% SCALE 1___NONE
- NQ) ()




€ PosT SEE "POST CAP DETAIL" —
POST AND CHORD CAPS " SEE DETAIL 1 ON SIGN SEE DETAIL 2 ON SIGN _ s
. | SPLICE ASSEWBLY*| STRUCTURE DRG. CA-DS STRUTS /™ STRUCTURE DRG. CA-Ds ~ ON SIGN STRUCTURE DRG. CA-DS € post .
& —CHORDS CHORD CAP 1-6" (TYP)
by / (TYP) STEEL STUB NOTE 5 SEE_"CHORD SPLICE 1
E - . ASSEMBLY
STEEL STUBS % T SNEBR = N L G = : j‘ ' = 5
\ B [ |
(SEE_"POST-STUB _ 3 ! i € TRuss f E=="==- ] v L L
CONNECTION® N L 11 ” i
DETAIL) ? :'_. _I.I. — _—_—_l—_—_ E _é__”__ J:__I__ 9" |
" ! =
I o of s = || = e g g—: p———— — - SEE "BRACKET I_gh
= A - - —  PLATE DETAIL" A1 o6 (TR
g _SEE CHORD CAP DETAIL ON ] I INTERMEDIATE BRACKET PLATE DETAIL
r-3 sean LeeTH . —D—CSEE CHORD SPLICE ™ (sFE NOTE No. 4)
STEEL POST SEE NOTE 5 >—o|_6 ASSEMBLY WELD :
DETAILS
TOP_OF STEEL POST - VARIES
PEDESTAL] 1'-3  —
PEDESTAL FOR POST BASE PLATE DETAILS, ' (S S
i SEE SIGN STRUCTURE DRG. CA-D6& ! L,,| - [|
POST-STUB CONNECTION \_/:}
e (TWELVE-BOLT SPLICE SHOWN) 1" ” || "
ELEVATION -TYPICAL CANTILEVER SIGN SUPPORT SEE_"HORIZONTAL STUB
= - | STIFFENER DETAIL VERTICAL STUB STIFFENER DETAIL
€ TRUsS
STUB TRUSS L.75 X BOLT € VERTICAL STUB STIFFENER (STUB SIDE) P— SEE CHORD SPLICE
DIA (MIN) 22 5‘2 BRACKET PLATE (TRUSS SIDE) ASSEMBLY WELD
B J-I---TT- BRACKET PLATE : DETAILS
STUB STIFFENERS—\ |-> P VARIES
N - BRACKET PLATE — - —
_ — 8 ON TR‘iuss SIDE ONLY SEE "VERTICAL STUB g
—F ) E g w
¢ oHoRD U s, /& CHORD STIFFENER DETAIL 08 w
o N \_E HORIZONTAL STUB STIFFENER (STUB SIDE) g, 2 - - ”
—_ S H
) € BRACKET PLATE (TRUSS SIDE) o,
TRUSS SPLICE HOLE DIA. = BOLT DIA. + Yg"
STEEL STUB—— |->B CHORD PLATE HORIZONTAL STUB STIFFENER DETAIL

SPLICE PLATE

SECTION C - C

SECTION B-B

CHORD SPLICE ASSEMBLY - EIGHT-BOLT

—% TRUSS TRUSS CHORD SPLICE ASSEMBLY EI_:
—& VERTICAL STUB STIFFENER (STUB SIDE) |
STUB TRUSS L.75 X BOLT € BRACKET PLATE (TRUSS SIDE) SPLICE PLATES|STUB STIFFENER PLATES SPLICE BOLTS LENGTH
T8 |-—B .T_I._- BRACKET PLATE Sgg a CHORD THICI;NESS e u ‘o OF C?gléI..rE BOLT SPLICE BOLT DETAIL
(TYP) Zuw ol = 0.D.XTHICK 0. c DIAMETER | TENSION
STIFFENERS \ _ 2 g,h:g g;-_:ﬁ (IN) N (N {IN) BOLTS | (IN) (IN) (KIPS) (A325)
— - 3 §§E 34 8.625x.322 1% 4% % 8 16 1 5.0
€ CHORD — — TI‘ = \/L ol wFTle E 8.625x.500 1% 4% % 8 16 1 51.0
—— 12.75@x.375 1% 6 % 12 23 1% 56.0
12.750x.500 A 6% % 12 23 1Y 56.0
B TRUSS SPLICE 18.899x.375 2% 3 % 12 27 1% 103.9
STEEL STUB—— |->B CHORD PLATE HOLE DIA. = BOLT DIA. + Yfg" 18.0002x.509 2, 6 % 12 27 1% 103.0
SPLICE PLATE SECTION B-B

NOTES:

CHORD SPLICE ASSEMBLY - TWELVE-BOLT

1. HOLE SIZE H INDICATED IN TABLES IS THE DRILLED FULL

SIZE AS PER AASHTO 11.4.8 (DIVISION II).

A325 SPLICE BOLTS SHALL BE HEAVY HEXAGON TYPE AND
SHALL BE FURNISHED WITH HEAVY HEXAGON NUTS AND
WASHERS.

THE THREADED PORTION OF THE SPLICE BOLTS SHALL BE
EXCLUDED FROM THE SHEAR PLANE OF THE SPLICE.

CHORD INTERMEDIATE SPLICING WILL NOT BE PERMITTED

UNLESS AUTHORIZED BY THE ENGINEER. WHEN INTERMEDIATE
SPLICING IS AUTHORIZED, THE SPLICE SHALL BE AS SHOWN

ON THE INTERMEDIATE SPLICE DETAIL AND AS PER CHORD
SPLICE ASSEMBLY TABLE ON THIS PLATE. 9

. IF FILLET WELD SIZE IS NOT SHOWN ON DETAILS, THE
WELD SIZE SHALL BE THE SAME AS THE THICKNESS OF
THE THINNER PART BEING JOINED.

FOR THE OUTSIDE DIAMETER (0.D.) OF THE STEEL STUB
PIPE SEE SCHEDULE OF STRUCTURES ON SIGN STRUCTURE
DRG. CA-D2.

THE PROVISIONS OF SUBSECTION 5@9.89 OF THE NJDOT STANDARD
SPECIFICATIONS SHALL BE FOLLOWED IN FURNISHING THE REQUIRED
SPLICE ASSEMBLY.

REFER TO SUBSECTION 5@9.08 OF THE NJDOT STANDARD
SPECIFICATIONS FOR THE SPLICE BOLT TIGHTENING PROCEDURES.
WHEN CALIBRATED WRENCHES ARE USED FOR BOLT INSTALLATION,
THEY SHALL BE SET TO PROVIDE A TENSION THAT IS SPECIFIED
IN THE TABLE ABOVE.

HORIZONTAL AND VERTICAL STUB STIFFENER PLATE DIMENSIONS
MAY BE VARIED TO ACCOUNT FOR CAMBER (SEE CAMBER DETAIL
ON SIGN STRUCTURE DRG. CA-DS).

@ SIGN STRUCTURE DRG. CA-D4

NEW JERSEY DEPARTMENT OF TRANSPORTATION
BUREAU OF STRUCTURAL ENGINEERING

CANTILEVER SIGN SUPPORT STRUCTURES
TRUSS AND POST DETAILS - SHEET 1
ROUTE: SECTION:

SCALE 1__ NONE @
() ()

BRIDGE

2.

BRACKET PLATE

1.

3.

8.

4.

SEAL WELD 5
(TYP)

CHORD SPLICE ASSEMBLY WELD DETAIL




e
+
=
[=]
= L1 5 L2 ;
S y,-B \ 3 -
5 @ @ L+ R=3/4"
= '? 3\ ' 3 & ?‘ I 8 3 i - € STRUT AND
-— R — T S R O S 3
‘ l\ - . | 7 <SEAL WELD 4+ T/ 3_ /€ QusseT PLATE
oo AL RN O N
%" GUSSET R AN Tb:/ :
y.> : GUSSET PLATE Ya
" - (SEE TABLE
v || 1 FOR THICKNESS)
] € STRUT_AND DETAIL A
€ STRUT ¢ GUSSET PLATE
DETAIL 1 DETAIL 2
('K’ GUSSET) (‘T' GUSSET)
._ € CHORD

€ COPE HOLE
TRUSS GUSSET PLATES
Iyt
€ STRUT AND K® GUSSET 1t
[ € GUSSET PLATE SHORD (172" THICK) T" GUSSET
~ L - — 0.D.XTHICK L wi L2 | w2 [THIckNESS
{IN) (N (IN) an | aw (IN)
8.625X.322 13 6% 5% | 6% %
8.625X.500 14 6l sl | e Y%
%" GUSSET PLATE 12.750%.375 16 7 s | 7 Y%
12.750X.500 19 V% 9 Y %
| COPE HOLE DETAIL 18.000X.375 21 8l 16 | 8% Y%
NOTE: 18.000X.500 24 9 14% | 9 %
COPE HOLES TO BE PROVIDED AT BOTH ENDS AND BOTH FACES OF ALL STRUTS.
SPLICE
%" DIA. GALV BOLT (2%4" LONG) _Q POST AND £ CHORD (W
DRILL AND TAP INTO STEEL BAR 0.D. +3%
| LSILICON RUBBER .
CAULK ALL AROUND m_
| \Jﬂ/_'— %" THICK STEEL 1 —
/ CAP PLATE \ REQUIRED
. N\ ¢ spuree CAMBER
'...l : " THICK € POST I ONCAMBERED)
SR e N )
SIGN STRUCTURE DRG. CA-D5
14" X% / - CAMBER DETAIL CAMBER DIAGRAM
STEEL BAR \TV-<TYP NEW JERSEY DEPARTMENT OF TRANSPORTATION
CAMBER NOTE: BUREAU OF STRUCTURAL ENGINEERING
A A CAMBER SHALL BE OBTAINED BY SHORTENING THE
v — V ;8%3“%& OSI'RBU%TLUEBN(I;.TE’:! cAT':ID tﬁ:ﬁ;“?;{'}‘éJ"E C#NTILEVER SIGN SUPPORT STRUCTURES
PLATES SHALL BE SKEWED ACCORDINGLY BEFORE RUSS AND POST DETAILS - SHEET 2
POST OR CHORD CAP DETAIL R, I St o IS SULL o A ROUTE: SECTION:
——— OBTAINING CAMBER MAY BE USED AS APPROVED BY
NOTE: ALTERNATE CAP DETAILS MAY BE SUBMITTED THE ENGINEER. FOR REQUIRED CAMBER, SEE SCHEDULE
T TO THE ENGINEER FOR APPROVAL. OF STRUCTURES ON SIGN STRUCTURE DRG. CA-D2.
SCALE 1__ NONE
BRIDGE i




N.dJ.

TOP _OF PEDESTAL OR

BARRIER PEDESTAL
% TOP OF BASE PLATE POST SHAFT BASE ASSEMBLY
= | BASE PLATE|BRACKET PLATES ANCHOR BOLTS
= — BOLT DIA + 1"t
e BOLT
= POST THICKNESS CIRCLE | SIZE BOLT
= 0.D.XTHICK T E C | DIAXLGTH | TENSION | PROJ»
e an (IN) an n an KIPS) | (IN)
4" PLATE & 3y
- h 14.000X.500 1% 6% 22 [ 2x53 [ 1015 | 9l
TEMPLATE PLATE DETAIL a Au 16.000X.500 1% 7 24 [2Y%x 51| 1319 | 10
@ o= Ei - g 18.000X.500 1% 7 26 | 2Yx 57T | 131.9 | 1p
g 3 36 20.000X.500 2 % 28 [2%xe3 | 146.8 | 11
< T I e 22.000X.500 2 8 38 | 2%x 67| 162.4 | 12
—. wl'N 24.000X.500 2 8l 32 [2%x 12 | 208.2 |12%
T- 26.000X.500 2l 9 36 | 2%x 12 | 200.2 123
26.000X.625 2Y 9l 36 | 3x77 | 2424 | 13
%" ANCHOR PLATES 26.000X.750 2% sl 36 |[3%xs82]| 264.8 [13%
26.000X.875 2% 1 36 |3%x 82| 264.8 |13l
1
|  PROJECTION LENGTH SHOWN IS
ANCHOR BOLT DETAIL | BASED ON USING DOUBLE NUTS.
. BOTTOM OF
% P&!%IOR FOOTING f L
TOP OF CASING
ANCHOR PLATE DETAIL e=SE8= NOTES:
—]
g™ — 3" PITCH FOR UPPER 3'-g" 1. BEARING PILES SHALL BE CAST-IN-PLACE CONCRETE PILES.
! 9 PITCH ELSEWHERE ALL PILES SHALL BE 1’-g" IN DIAMETER OR EQUIVALENT
AND SHALL HAVE A MINIMUM BEARING CAPACITY OF 5@ KIPS.

HOLE DIA H = BOLT DIA +Y" THE NUMBER AND SPACING OF PILES SHALL BE AS INDICATED

'@ ON SIGN STRUCTURE DRG. CA-D3.

]

g 2. PILE DESIGN SHALL CONFORM TO AASHTO SPECIFICATIONS FOR
=)

8]

1

#13 SPIRAL BAR

BASE PLATE 6 - #16 BARS
THE SEISMIC DESIGN OF HIGHWAY BRIDGES, SEISMIC PERFORMANCE

CATEGORY B, SUBSECTION 6.3.1 (C).

3. APPROVED METAL SPACERS SHALL BE ATTACHED TO THE TOP AND
BOTTOM SPIRALS TO ENSURE THAT THE REQUIRED CLEAR DISTANCE
TO THE CASING IS MAINTAINED.

1.75 x BOLT DIA.
™ Y
B

w =

=
-

= L

- el 4. NO CONCRETE SHALL BE PLACED IN CAST-IN-PLACE PILES
r _* — UNTIL AFTER ALL PILE CASINGS FOR THE FOOTING HAVE BEEN

PILE CASING
MIN THICK =¥%¢" —=
(TO BE LEFT IN PLACE)

5. ANCHOR BOLTS SHALL BE PROVIDED WITH FOUR HEAVY HEXAGON
NUTS AND TWO WASHERS AS SHOWN ON THE ANCHOR BOLT DETAIL.

LIMITS OF PAYMENT FOR

CAST-IN-PLACE CONCRETE PILES, 1

6. 0 G .
BRACKET PLATE ANCHOR BOLTS SHALL BE GALVANIZED AFTER THREADING

CLASS B CONCRETE — T. REFER TO SUBSECTION 5@9.88 OF THE NJDOT STANDARD SPECIFICATIONS

FOR ANCHOR BOLT TIGHTENING PROCEDURES. WHEN CALIBRATED
WRENCHES ARE USED FOR BOLT INSTALLATION, THEY SHALL BE SET TO
PROVIDE THE TENSION THAT IS SPECIFIED IN THE TABLE ABOVE.

8. TEMPLATE PLATE WITH NUTS ON BOTH SIDES SHALL BE USED TO
MAINTAIN THE SPACING AND ALIGNMENT OF ANCHOR RODS.

1'-g"
ELEVATION

@ SIGN STRUCTURE DRG. CA-D6

PILE
SEAL WELD ,T- . NEW JERSEY DEPARTMENT OF TRANSPORTATION
1-9 BUREAU OF STRUCTURAL ENGINEERING

1-6"

I

BASE PLATE

CANTILEVER SIGN SUPPORT STRUCTURES
POST BASE AND FOUNDATION DETAILS
ROUTE: SECTION:

5
= T
4 |
1"'x1 || "

SECTION A-A #13 SPIRAL
POST BASE PLATE DETAIL .

SECTION B-B
e SCALE 1 NONE
CAST-IN-PLACE CONCRETE PILE @

BRIDGE -




SIGN HANGER (NOTE 4) . € TRUSS 3 L s L
% CHORD LUMINAIRE AND %" GUSSET R EI | g =
LUMINAIRE AND SIGN PANEL 1 WALKNAY HANGER W ¢ PIPE ' HANDRA POST 2 — V4" DIA. S.S. REMOVAL PIN, 4"
WALKWAY HANGER PACE s P e 4 | |1 PIPE wls * DIA. S.S. BOLT LONG WITH 6* LENGTH OF
(NOTE 4) o T . ( A : e STOP NUT AND WASHER ?oS.G I.(I:SHSI.‘EI!I" SH_?EHED TO IT AND
. +—\- T % v i .
= ] R e ==K 1 =
2= | [] ° . -
A 1%" 3N %’ DIA. POST 1 F\ 0 @ —b . € OF PIPE
2 F CLIP BOLTS X 1 N Y
T TRUSS T ] WITH LOCKNUTS AND® LA .
= CHORDS LUMINAIRE SUPPORT o T WASHERS (TYP) S ==
- |8 T ___3/v
JE OF HANDRALL CHANNEL ] R c,_o;g/:, mDJ LE 4" DIA. S.S. BOLT, ™ {9
w|a B O LUMINAIRE < - SIGN PANEL FACE ) ) NUT AND LOCKWASHER
E - [(ELECTRICAL ITEM) 3 2" 5" 2" I_ — | LUMINATRE
g 9" LUMINAIRE AND WALKWAY
o i sz g e ¥ STAINLESS STEEL HANGER ARM (NOTE 4) HANGER ARM
' (LOCATION VARIES) o SHIM PLATES ELEVATION (NOTE 4)
STAINLESS STEEL . (ELECTRICAL ITEM) - HANDRAIL HINGE DETAIL "c" NOTES
[ =
' <
s . 1. ALL MATERIAL SHALL BE ALUMINUM ALLOY 6@61-T6 UNLESS
g . " A, 5.5, U-BOLT= — SIGN HANGER (TYP) . L OTHERWISE NOTED.
B %" GUSSET R i WASHERS (PO By Lfa g ALUNINUM PIFE CTYP 2. ALL SHIM PLATES, BOLTS, U-BOLTS, WASHERS AND NUTS
B- ALUM WALKWAY N B n T SHALL BE STAINLESS STEEL CONFORMING TO ASTM
o T 7 [GRATING = LUMINAIRE SUPPORT 4 SPECIFICATION A320 GRADE B8, CLASS 1.
+| | : —= CHANNEL 1 — > 3. WELDING OF ALUMINUM SHALL BE AS SPECIFIED IN THE
c CIFIC .
b ] 51 T I—I ~HOLE FOR w DA, 4. ALUMINUM, I-BEAM MEPTH = 4", WEB AND FLANGE THICK-
—d 1%" ! LUMINAIRE AND WALKWAY - u .S. NESS =", FLANGE WIDTH = 3/4"). SIGN HANGER SPACING
[} yz { )
. _/4 3% 6" 4-| >1_3" 2'-g" | 2" HANGER (NOTE 4) P | 2 A—m=Edzk=n ) DESIGNED FOR 15'-@" MAXIMUM SIGN PANEL HEIGHT.
L = ' i b 2.1 8 ! 5. IF INTERMEDIATE TRUSS CHORD SPLICES ARE USED, THE
| " SECTION A-A et < B e L I R
TYPICAL MAINTENANCE WALKWAY DETAIL ; 1 é ‘\-_:'-_-_3;;_ -3 AND THE SIGN PANELS.
TR LUMINAIRE SUPPORT CHANNEL l—@ HINGE L LUMINAIRE SUPPORT CHANNEL = VAV ® SHALL BE PROVIDED CONTINUOUSLY FOR THE ENTIRE SYON
LUMINAIRE AND WALKWAY %" (TYP) — HOLES HANGER ARM - ASHIT"“IgE ATE DESIGN LENGTH UNLESS OTHERWISE SHOWN.
M e |- ! Gl S e e A D
PUNCH %" DRAIN HOLES .35 CU. IN. .
' £~ o 16" CENTERS FOR ' ELEVATION OF HANDRAIL SHIM PLATE DETAIL SHALL NOT CANTILEVER MORE THAN 1’'-@" BEYOND HANGER
[ i ENTIRE CHANNEL LENGTH (TYP) | ARMS AT EACH END OF THE MAIN WALKWAY. WALKWAY GRATING
. N SHALL BE CONTINUOUS OVER A MINIMUM OF TWO SPANS.
;: g b .
TN VI 2 il e omess o s e e o 15T, T PGS o, on. < S
g i T = i ALTERNATE EXIT PANEL / 7_us+: ALTERNATE EXIT PANEL ‘ 9. ALL PIPES FOR HANDRAIL SHALL BE 1!4" NOMINAL DIA. WITH ¥¢"
WwE —pV Y X X FIELD TRILL#' o HOLES IN CHANNEL X BRACE AT EACH END BRACE AS SHOWN WHERE w [ WALL THICKNESS.
= % FIELD DRILL Yis' £ HOLES. HeAD "S0cT I SIGN HANGER CANNOT BE - 16. MAXIMUM LENGTH OF HANDRAIL SECTION SHALL BE 18’-0"
g% | | NUT 'AND LOCKWASHER (TYP) ’ | TOP_OF SIGN EXTENDED TO_THE TOP = AND SHALL INCLUDE TWO POSTS.
=<|35 k"¢ ' ? 7 PANEL OF EXIT PANEL. . % 11. ALTERNATE HANDRAIL HINGE DETAILS MAY BE SUBMITTED TO
3-e wi’ T! | . THE ENGINEER FOR APPROVAL.
oS (ELECTRICAL ITEW) -~ . ) — LUMINAIRE MOUNTING .PLATE e —+t 12. LUMINAIRE AND WALKWAY HANGERS SHALL PROJECT 3"
N | i T FIELD DRILL ALL HOLES ml | — ABOVE THE TOP OF THE TOP CHORD AND SHALL NOT SUPPORT
23 conulT cLawe || (ELECTRICAL ITEM) - I SIGN PANELS.
> T T | "
23 - || L a =J_ LY HANDRALL HINGE . i el PAMEL 13. LENGTH OF SIGN HANGERS SHALL BE EQUAL TO THE SIGN
22 1 ! " : (SEE DETAIL °C7) ! g I 14. SIGN HANGERS SHALL BE USED TO SUPPORT SIGN PANELS ONLY.
2 ; 3 L [L] 15. EXIT PANEL CONNECTION DETAIL SHOWN SHALL ALSO BE USED
4 1] R = 7] I pp——— | IA FOR THE ATTACHMENT OF NEW EXIT PANELS TO EXISTING
| H e u \— SIGN HANGER (TYP) %" DIA. LN TN PAELS:
1
I | 1 —— I O LT STon HANGER, MADCTENANEE WALKWAYS. SHALL NOT
e o | 1 - EXIT PANEL CONNECTION DETAIL POST CLIP BOLT NOT EXTEND MORE THAN 1'- 8" BEYOND THE LAST WALKWAY
1 -
2" x¥s" BEARING BARS | . FLAT WASHER SIGN HANGER
al" e | e 2" oo o [T Lookwr K\ /_
6. 4- 21_3- 1 _x"
i T R e T i WASHERS _ 7 ( sioN sTRUCTURE DRG. CA-DT
WALKWAY GRATING TRUSS s K i
SECTION B-B CONDUIT CLAMP CHORD b - | rﬁ'l NEW JERSEY DEPARTMENT OF TRANSPORTATION
1" x¥%s" BENT PLATE ? 1 . 4 ] BUREAU OF STRUCTURAL ENGINEERING
CROSS BAR i i DIA. POST =
4 . [] [T -
x5 '@ PROVIDE" DEEP,  phiais S:SeTRUSS al _C| 1NN CANTILEVER SIGN SUPPORT STRUCTURES
BEARING BARS i |t ™ LOCKWASHER _ STAINLESS STEEL [ L ston PANEL FAcE = MAINTENANCE WALKWAY DETAILS
i == SHIM PLATE SEE ROUTE : SECTION:
LUMINAIRE AND = = e : :
WALKWAY GRATING Ll 1 ‘u_u/ imig SION HANGER ——— DETAIL *X" %" DIA. HOLES FOR%" DIA.,%"
oz no e : S s e~
n ° -
S.S. J-BOLT Llyz ¢ ELECTRICAL SIGN P ANEL uE
HANGER ARM STOP NUT AND WASHER (TYP) CONDUIT (ELECTRICAL ITEM) 210N FANEL DETAIL X SCALE 1 NONE
Hpll —
DETAIL A DETAIL "B" CONNECTION DETAIL BRIDGE




POST ¢ POST
SPAN LENGTH LUMINAIRE_AND ¢ I'_
WALKWAY HANGER SIGN HANGER | =
A € BOTTOM € BOTTOM BOTTOM CHORD
€ PosT SIGN PANEL f’ | 0" B0 /—SIGN PANEL CHORD WX

1%" @ ELECTRICAL CONDUIT

(ELECTRICAL ITEM)

[—— SIGN HANGER
(TYP)

TRUSS CHORDS

€ TRUSS 1

1%" @ FLEXIBLE
CONDUIT

HANDRAIL SUPPORT
LUMINAIRE AND
WALKWAY HANGER

(TYP) 1%" BLIND
HALF COUPLING

[VAO F
c/ “— 1%" @ FLEXIBLE CONDUIT
WIRING

(ELECTRICAL ITEM)

15" STANDARD PIPE
E NIPPLE FOR SERVICE INLET
_J WIRING (SEE NOTE 3)

LUMINAIRE
(ELECTRICAL ITEM)

ALUMINUM
WALKWAY
GRATING

LUMINAIRE
(ELECTRICAL ITEM) REFER TO SIGN

Y LIGHTING ASSEMBLY
DETAIL

LUMINAIRE SUPPORT
CHANNEL

SECTION E-E

SERVICE_PANEL DETAILS OF WIRE OUTLETS
AND HAND HOLE

(SEE NOTE S5)

¢ LUMINAIRE
(TYP) L A

WALKWAY HANGER
ARM

| . 2 € 1%" DIA HOLES
. 5'-9%
Y X¥%" S.S. BOLT ' DIA HOLE

WITH S.S. WASHER IN POST SHAFT
| | AND NUTS

Ll
Ca_—-1 NOTE: SECTION A-A *8 GROUND WIRE NOTE:
FOR LUMINAIRE SPACING DIMENSIONS "A" & "B" WITH STAKE-ON LOCATE (1) ONE WIRE OUTLET
SEE SIGN LIGHTING ASSEMBLY DETAIL. BEHIND EACH SIGN PANEL
ELEVATION - TYPICAL CANTILEVER SIGN SUPPORT |— & posT
0-0- P ¢ GROUND STUD
€ POST | MIN) i ROUND AND SMOOTH INSIDE EDGE ELECTRICAL WIRING—I

1%5" @ CONDUIT NIPPLE, 5" LONG

LOCK NUT AND BUSHINGS DETAIL OF WIRE OUTLET ON TUBE

IN CHANNEL AND SHAFT
|——¢_ POST

" DIA. U-BOLT WITH HI-LOCK
NUTS AND STANDARD WASHERS
(ELECTRICAL ITEM)

5

VARIES

SEE DETAIL "B"

GROUND STUD
(SEE DETAIL)

ROUND AND SMOOTH
INSIDE EDGE

NOTES:

BOTH FLANGES 1. WHEN SIGN LIGHTING IS REQUIRED, AN APPROVED SIGN

SERVICE PANEL BAR 1%"x3/4" LIGHTING SYSTEM SHALL BE PROVIDED.

(SEE SIGN LIGHTING

(ELECTRICAL ITEM)

ASSEMBLY DETAIL) I SERVICE PANEL 2. ALL BOLTS TO BE INSTALLED WITH WASHERS, LOCKWASHERS
I (ELECTRICAL ITEM) /h NEOPRENE GASKET AND NUTS. ALL HARDWARE SHALL BE STAINLESS STEEL
#8 BARE GROUND L—HAND HOLE (SEE DETAIL) J_,«_L CEMENTED TO COVER CONFORMING TO ASTM A320, GRADE B8, CLASS 1.

WIRE TO CONDUIT
GROUNDING HUB

[N-PROVIDE GROUND STUD -
OPPOSITE HAND HOLE SECTION c-C
(SEE DETAIL)

3. 1%" STANDARD PIPE NIPPLES SHALL BE OF APPROVED
MATERIAL AND BE COMPATIBLE WITH THE MATERIAL TO
WHICH THEY ARE WELDED.

4. IF REQUIRED, WALKWAY GRATING AND LUMINAIRE SUPPORT
CHANNELS SHALL BE CONTINUOUS FROM HANGER TO HANGER.

S. SEE ELECTRICAL PLANS FOR LOCATION AND DIRECTION OF
SERVICE PANEL, RIGID CONDUITS, AND FLEXIBLE CONDUITS.

4"6.

RIGID METALLIC
CONDUIT (FOR SIZE
AND DIRECTION
SEE ELECTRICAL
PLANS).

1%" g CONDUIT

T
|

I
| TG, oo |—Q posT
I - i
S R R SECTION B-B |<>i/\|
| | | - *I & ™ @ SIGN STRUCTURE DRG. CA-D8
L . NOTE: v | T _-' _[Q HAND HOLE NEW JERSEY DEPARTMENT OF TRANSPORTATION
SIDE ELEVATION D TOLE AND GROUND I c i ™ 5 BUREAU OF STRUCTURAL ENGINEERING
STEEL POST AT LOGATION (ELECTRICAL 1TEW D % D CANTILEVER SIGN SUPPORT STRUCTURES
(SEE ELECTRICAL PLANS C 4X5.4 TYPICAL ELECTRICAL DETAILS
FOR LOCATION). DRILL AND TAP THROl;lGH COVER ROUTE: SECTION:
DETAIL "B" Y4" THICK ftﬁé%'éﬁﬁo"}ﬁ’ff{#s HEAD
—_— COVER R MACHINE SCREWS. PROVIDE %g"
DIA HOLES IN COVER PLATE.
TYPICAL SERVICE PANEL DETAIL AT SIGN STRUCTURE SCALE 1__ NONE
HAND HOLE AND COVER DETAIL BRIDGE




